
NEW CATALOGUE 2019-2020

COMMERCIAL LIGHTING MANUFACTURER

LED LUMINAIRES



M201-9

M201-12

M202-15

M202-20

M203-25

M203-30

M201-01-9

M201-01-12

M202-01-15

M202-01-20

M203-01-25

M203-01-30

M201-02-9

M201-02-12

M202-02-15

M202-02-20

M203-02-25

M203-02-30

M201-03-9

M201-03-12

M202-03-15

M202-03-20

M203-03-25

M203-03-30

M201-04-9

M201-04-12

M202-04-15

M202-04-20

M203-04-25

M203-04-30

M201-05-9

M201-05-12

M202-05-15

M202-05-20

M203-05-25

M203-05-30

M204-35 

M204-40

M204-01-35 

M204-01-40

M204-02-35

M204-02-40

M204-03-35 

M204-03-40

M204-04-35 

M204-04-40

M204-05-35 

M204-05-40

9W

12W

15W

20W

25W

30W

9W

12W

15W

20W

25W

30W

9W

12W

15W

20W

25W

30W

9W

12W

15W

20W

25W

30W

9W

12W

15W

20W

25W

30W

9W

12W

15W

20W

25W

30W

35W

40W

35W

40W

35W

40W

35W

40W

35W

40W

35W

40W

G Series
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M01 Series

Page . 12

M02 Series

Page . 16

M03 Series

Page . 20

M05 Series

Page . 28

M04 Series

Page . 24

Module



L06301-15

L06301-20

L06302-25

L06302-30

L06306-15

L06306-20

L06309-8

L06309-15

L06310-15

L06310-20

L06311-15

L06311-20

L06311-25

L06312-20

L06312-30

L06312-35

L06315-8

L06315-12

L06316-15

L06316-20

L06317-25

L06317-30

15W

20W

25W

30W

15W

20W

8W

15W

15W

20W

15W

20W

25W

20W

30W

35W

8W

12W

15W

20W

25W

30W

L063 Series

Page . 34

LED Track Spot Light

L06106-20

L06107-30

L06108-40

L06126-20

L06127-30

L06128-40

L06131-50

L06201-8

L06202-15

L06106-20/H

L06107-30/H

L06108-40/H

L06126-20H

L06127-30H

L06128-40H

L06131-50H

L06215-20

L06216-30

L06217-40

L06207-20

L06208-30

L06209-40

L06109-10

L06110-20

L06111-30

L06112-40

L06204-15

L06205-20

20W

30W

40W

20W

30W

40W

50W

8W

15W

20W

30W

40W

20W

30W

40W

50W

20W

30W

40W

20W

30W

40W

10W

20W

30W

40W

15W

20W

L061 Series
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L062 Series

Page . 54

L06307-30  30W

L06135-15

L06135-20

L06136-20 

L06136-25 

15W

20W

20W

25W

30W

40W

40W

L06137-30

L06137-40

L06138-40



L01105-3

L01101-6

L01101-8

L01106-9

L01106-12

L01107-15

L01201-6

L01202-9

L01202-12

L01203-15

L01204-20

L01205-30

L01301-12

L01302-15

L01303-20

L01304-30

L01305-40

L01401-35

L01402-50

L01403-60

L01403-80

L01404-60

L01404-80

L01501-6

L01502-9

L01502-12

L01503-20

L01504-30

L01504-40

L01704-8

L01701-15

L01702-30

L01703-40

L01103-20

L01104-30

L01104-40

L01505-40

L01505-50

3W

6W

8W

9W

12W

15W

6W

9W

12W

15W

20W

30W

12W

15W

20W

30W

40W

35W

50W

60W

80W

60W

80W

6W

9W

12W

20W

30W

40W

8W

15W

30W

40W

20W

30W

40W

40W

50W

L011 Series
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L012 Series
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L013 Series
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L014 Series
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L017 Series
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L015 Series
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LED Spot Light

L019 Series

Page . 102

L018 Series
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L01801-6

L01801-12

L01801-18

L01802-6

L01802-12

L01802-18

L01804-3A 

L01804-3B 

L01804-5

L01804-6

L01805-5

L01805-8

L01902-15

L01902-25

L01901-15 

L01901-25  

L01901-35  

L01903-30

L01903-50

6W

12W

18W

15W

25W

35W

15W

25W

30W

50W

6W

12W

18W

3W

3W

5W

6W

5W

8W



L02202-6

L02203-6

L02204-12

L02205-20

L02206-30

L02207-25

L02301-6

L02301-9

L02301-12

L02302-6

L02302-9

L02302-12

L02401-12

L02402-20

L02403-12

L02404-20

L02501-9

L02502-15

L02503-20

L02504-30

L02901-3

L02902-5

L02903-7

L02904-9

L02905-12

L02906-20

L02801-10

L02802-20

L02803-30

L02804-40

L02208-30

L02907-30

L02108-40

6W

6W

9W

15W

20W

25W

L02102-8

L02103-8

L02104-12

L02105-20

L02106-30

L02107-35

8W

8W

12W

20W

30W

35W

6W

9W

12W

6W

9W

12W

9W+3W

15W+5W

9W+3W

15W+5W

9W

15W

20W

30W

3W

5W

7W

9W

12W

20W

10W

20W

30W

40W

30W

30W

40W

L021 Series

Page . 114

L022 Series

Page . 118

L023 Series
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L024 Series
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L028 Series

Page . 138

L029 Series
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L025 Series
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LED Down Light

L02706-30

L02706-40

L02707-40

L02707-50   

L02703-9

L02703-12

L02704-15 

L02704-20

L02705-20

L02705-30 

9W

12W

15W

20W

20W

30W

30W

40W

40W

50W

L027 Series

Page . 110



L041 Series

Page . 148

L031 Series

Page . 164

L033 Series

Page . 168

L034  Series

Page . 174

Surface Mounted Down Light

LED Grille Light

L04110-8

L04111-15

L04112-20

L03101-6

L03102-9

L03103-15

L03401-9

L03401-15

L03401-25

L03401-35

L03105-18

L03402-18

L03402-30

L03402-50

L03402-70

L03106-27

L03403-27

L03403-45

L03403-75

L03403-105

L04108-8

L04109-12

L04101-8

L04102-12

L04103-15
L04103-20
L04104-20
L04104-25
L04105-25
L04105-30
L04106-35
L04106-40
L04107-40
L04107-45

8W

15W

20W

6W

9W

15W

9W

15W

25W

35W

2x9W

2x9W

2x15W

2x25W

2x35W

3x9W

3 x 9W

3 x 15W

3 x 25W

3 x 35W

8W

12W

8W

12W

15W
20W
20W
25W
25W
30W
35W
40W
40W
45W

L042 Series

Page . 156

L04205-12

L04206-18

L04201-12

L04202-18

12W

18W

12W

18W

L03301-20 L03302-4020W 2x20W



L081 Series

Page . 206

L035 Series

Page . 180

L036 Series
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LED Wall Light

LED Grille Light

L08101-5

L08101-10

L03501-9

L03501-15

L03501-30

L03502-18

L03502-30

L03502-60

L03503-27

L03503-45

L03503-90

L08102-10

L08102-20

L08105-5

L08105-8

L08106-10

L08106-16

5W

10W

9W

15W

30W

2*9W

2*15W

2*30W

3*9W

3*15W

3*30W

10W

20W

5W

8W

10W

16W

L03601-5/A1  5W L03604-20/A5  20WL03602-12/A3  12W L03605-36/A9  36WL03603-15/A4  15W L03606-40/A10  40W

L03611-3/B2  3W L03614-10/B6  10WL03612-5/B3  5W L03615-15/B9 15WL03613-8/B4 8W L03616-20/B12 20W

L03621-12C1W  12W L03621-12C1  12WL03622-24C2W   24W L03622-24C2   24WL03623-36C3W  36W L03623-36C3  36W

L03603-15/D4S  15W L03605-40/D9S  40W



L05201-12

L05202-24

L05203-40

L05204-40

L05205-80

12W

24W

40W

40W

80W

L05307-18

L05308-24

L05323-32

L05324-40

L05325-48

18W

24W

32W

40W

48W

L05301-3

L05302-4

L05303-6

L05304-9

L05305-12

L05306-15

3W

4W

6W

9W

12W

15W

L05309-3

L05310-4

L05311-6

L05312-9

L05313-12

L05314-15

3W

4W

6W

9W

12W

15W

L05315-18

L05316-24

L05326-32

L05327-40

L05328-48

18W

24W

32W

40W

48W

L052 Series

Page . 234

L053 Series
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LED Panel Light

L05317-6

L05318-12

L05319-18

L05329-24

6W

12W

18W

24W

L05320-6

L05321-12

L05322-18

L05333-24

L05334-32

L05335-40

6W

12W

18W

24W

32W

40W

L05330-32

L05331-40

L05332-48

32W

40W

48W

L05336-48 48W

LED Pendant Light

L071 Series

Page . 216

L07101-8
L07101-12
L07101-15
L07102-15
L07102-20
L07102-25
L07103-20
L07103-25
L07103-30

L07106-8
L07106-12
L07106-15
L07107-15
L07107-20
L07107-25

8W
12W
15W
15W
20W
25W
20W
25W
30W

8W
12W
15W
15W
20W
25W

L101 Series

Page . 224

LED Linear Light

L10101-20A/C/S/R

L10101-20B/C/S/R

L10101-20C/C/S/R

L10102-30A/C/S/R

L10102-30B/C/S/R

L10102-30C/C/S/R

L10103-40A/C/S/R

L10103-40B/C/S/R

L10103-40C/C/S/R

L10103-40D/C/S/R

L10104-50A/C/S/R

L10104-50B/C/S/R

L10104-50C/C/S/R

L10104-50D/C/S/R

20W

20W

20W

30W

30W

30W

40W

40W

40W

40W

50W

50W

50W

50W



L09101-36

L09102-60

L09103-80

L08101-4

L08102-7

L08103-13

L08104-15

L09201-24

L09202-48

L09203-36

L09204-72

L05402-24

L05403-30

L05404-40

L05405-48

L05406-72

L05408-96

L05402-24/S

L05403-30/S

L05404-40/S

L05405-48/S

L05406-72/S

L05408-96/S

L05502-20

L05503-26

L05504-35

L05505-45

L05502/S-20

L05503/S-26

L05504/S-35

L05505/S-45

36W

60W

80W

4W

7W

13W

15W

4.8W/G

9.6W/M

7.2W/M

14.4W/M

24W

30W

40W

48W

72W

96W

24W

30W

40W

48W

72W

96W

20W

26W

35W

45W

20W

26W

35W

45W

L091 Series

Page . 254

T5 Tube Fixture Series

Page . 258

LED Strip Light

Page . 259

L054 Series

Page . 244

L055 Series

Page . 250

LED High Bay







GREENDOM  -GreenLED

    Green Led  - L’éclairage du futur à votre portée !

   Les LED contribuent au développement durable et au respect de l’environnement

Le développement durable, la performance et le respect de l’environnement font partie des valeurs phares de GreenDom. Les solutions LED que nous 

proposons aujourd’hui s’inscrivent pleinement dans cette philosophie. La longue durée de vie, la faible consommation énergétique, le caractère recyclable qui 

permet la réduction des déchets sont autant de qualités qui font de la LED, une technologie innovante, souvent associée à des solutions intelligentes de 

sauvegarde de l’énergie. La LED révolutionne le monde de la construction et de l’habitat.



Module LED Spot Light.

Recessed luminaire suit for accent 

lighting and general lighting.

02

LED Module



Module

M Series

M01 Series

M02 Series M05 Series

M03 Series

M04 Series

03

LED Module



Patented module match design, Various functional luminaire alternative . IP44 (optional), UGR<10

04

LED Module



M Series

Product Features:

1.  Imported branded COB module, CRI>80/90, high lumen output.

2.  Famous branded lens, multiple beam angles for choice, uniform light.

3.  Patented vortex and convective heatsink design, high quality Intergrated design and cold-forging aluminum, superb heat 
dissipation.

4.  Patented module match design, widely adaptiveness, safe and easy for operation.

5.  IP20, IP44 for option.

6.  Adapted to different lamp houshings, Safety stocks and low cost for dealers.

7.  Serialized products with multiple dimensions, and powers ranging from 9W to 40W.

8.  Lifespan up to 50,000 hours, 5 years warranty.

IP20 IP44

M201-9  9W

M201-12  12W

M203-25  25W

M203-30  30W

M202-15  15W

M202-20  20W

M204-35  35W

M204-40  40W
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LED Module



Structure and characteristics

Cap

Fire retardant PC

Various Colors (available)

Heat sink

International quality pure aluminum

Convective heat dissipation

Connect rings

Fire retardant PC

Stable connection

1

-

-

Lighting sources

Branded COB Chip

Various Brands (available)

3

-

-

2

-

-

5

-

-

Lens

PMMA

Various beam angles (available)

4

-

-

1

2

3

4

5

06

LED Module



CRI
>80

CRI
>90COB

24°15° 38° 2700K 3000K 4000K 5000K 6000K

Gray Black

M201-9

M201-12

M202-15

M202-20

M203-25

M203-30

M204-35

M204-40

Φ55x57

Φ55x57

Φ65x75

Φ65x75

Φ82x88

Φ82x88

Φ100x98

Φ100x98

Dimension(mm) Packing(mm)

100PCS/CTN325x325x330

100PCS/CTN325x325x330  

100PCS/CTN400x400x410 

100PCS/CTN400x400x410  

30 PCS/CTN 525x320x245

30 PCS/CTN 525x 320x245

30PCS/CTN625x380x265

30PCS/CTN625x380x265

9W

12W

15W

20W

25W

30W

35W

40W

720lm

960lm

1200lm

1600lm

2000lm

2400lm

2800lm

3200lm

Power Luminous fluxModel

h(m)

1

2

3

E(lx)

3851

962.7

427.9

D(cm)

42.78

85.56

128.33

1600

2400

3200

4000

COB
12W

24°

M201-12

h(m)

1

2

3

E(lx)

8180

2045

908.9

D(cm)

32.79

65.57

98.36

3200

4800

6400

8000

COB
20W

24°

M202-20

h(m)

1

2

3

E(lx)

11264

2816

1252

D(cm)

39.87

79.74

119.60

3000

6000

9000

12000

COB
30W

24°

M203-30

h(m)

1

2

3

E(lx)

14537

3634

1615

D(cm)

40.52

81.04

121.56

6000

9000

12000

15000

COB
40W

24°

M204-40

* For more product details, please consult our sales team.
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LED Module



EASY AND FAST TO 

ALTERNATIVE ASSEMBLE

08

LED Module



M201-01-9

M201-01-12

M201-9 9W

M201-12 12W

M202-01-15

M202-01-20

M202-15 15W

M202-20 20W

M203-01-25

M203-01-30

M203-25 25W

M203-30 30W

M204-01-35

M204-01-40

M204-35 35W

M204-40 40W

M Series

M01 Series

M02 Series

M03 Series

M04 Series

M05 Series

M201-02-9

M201-02-12

M202-02-15

M202-02-20

M203-02-25

M203-02-30

M204-02-35

M204-02-40

M201-03-9

M201-03-12

M202-03-15

M202-03-20

M203-03-25

M203-03-30

M204-03-35

M204-03-40

M201-04-9

M201-04-12

M202-04-15

M202-04-20

M203-04-25

M203-04-30

M204-04-35

M204-04-40

M201-05-9

M201-05-12

M202-05-15

M202-05-20

M203-05-25

M203-05-30

M204-05-35

M204-05-40
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LED Module



Cut out : Φ75mm

Power : 9/12W

Cut out : Φ100mm

Power : 15/20W

Cut out : Φ125mm

Power : 25/30W

Cut out : Φ150mm

Power : 35/40W

Cutout from 75mm to 150 mm, wattage range from 9W to 40W.

10

LED Module



Four beam angles 
optional good for accent 
light and general light 

application

15°

24°

38°

60°

Four beam angles optional good for accent light and general light application.

Integrating wall washer, tiltable and down light together.

11

LED Module



Deep anti glare design with UGR<10

12

LED Module



Product Features:

1.Module structure, adapted to different LED light source and beam angles.

2. Different colors and anti-glare designs of reflectors for choice, realizing spot, flood or wallwasher lighting effect.

3. Patented structure design, die cast lamp body, simple but elegant.

4. UGR<10 Secondary calculus lens tech, accurate light distribution , pure light spot, multi-anti-glare tech.

5. Various drivers for option, non-flicker, smart control, etc.

6. IP20, IP44 for option.

7. Serialized products with multiple dimensions, and powers ranging from 9 W to 40W.

8. Lifespan up to 50,000 hours, 5 years warranty.

IP20 IP44

M01 Series

M201-01-9  9W

M201-01-12  12W

M203-01-25  25W

M203-01-30  30W

M202-01-15  15W

M202-01-20  20W

M204-01-35  35W

M204-01-40  40W
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LED Module



Module

CREE, BRIDGELUX COB

High lumen, high CRI, vivid & uniform lighting effect

Famous branded lens

Multiple beam angles for choice

High lumen output, accurate distribution, soft & 

comfortable lighting effect

International high quality aluminum, die-cast heat 

sink, vortex and convective dissipation technology

Module design, adapted to different functions and 

dimensions of lamp housing

Easy for disassembing, low stock but flexible fit to 

end market demands

1

-

-

-

-

-

-

-

Driver

 External driver, optional

 According with LVD, EMC standard

Structure and characteristics

Specifical characteristics

2

-

-

Front case

International high quality Intergrated design and 

cold-forging aluminum

Easy for all kinds of surface treatments

Secondary optical design, accurate distribution, 

equal and comfort lighitng effect

3

-

-

-

-

UGR<10
UGR

Non-flicker driver for option Different colors for anti-
glare ring

Serialized products, multiple 
dimensions for choice

cut-off angle>30°

Dimmable driver for option

Suitable for wall washing
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LED Module



M201-01-9

M201-01-12

M202-01-15

M202-01-20

M203-01-25

M203-01-30

M204-01-35

M204-01-40

Φ90x100

Φ90x100

Φ115x130

Φ115x130

Φ140x150

Φ140x150

Φ165x175

Φ165x175

Φ75

Φ75

Φ100

Φ100

Φ125

Φ125

Φ150

Φ150

Dimension(mm) Cut out(mm) Packing(mm)

18pcs /CTN 425x425x245

18pcs /CTN 425x425x245

18pcs /CTN 455x455x315

18pcs /CTN 455x455x315

18pcs /CTN 545x545x385

18pcs /CTN 545x545x385

8pcs /CTN 450x450x425

8pcs /CTN 450x450x425

9W

12W

15W

20W

25W

30W

35W

40W

720lm

960lm

1200lm

1600lm

2000lm

2400lm

2800lm

3200lm

Power Luminous fluxModel

CRI
>80

CRI
>90COB

24°15° 38° 2700K 3000K 4000K 5000K 6000K

Gray Black

h(m)

1

2

3

E(lx)

2982

745.4

314

D(cm)

48.17

96.34

144.51

1200

1800

2400

3000

COB
12W

24°

M201-01-12

h(m)

1

2

3

E(lx)

5853

1463

650.3

D(cm)

48.17

96.34

144.51

2400

3600

4800

6000

COB
20W

24°

M202-01-20

h(m)

1

2

3

E(lx)

7741

1935

860.1

D(cm)

48.17

96.34

144.51

3200

4800

6400

8000

COB
30W

24°

M203-01-30

h(m)

1

2

3

E(lx)

14537

3634

1615

D(cm)

48.17

96.34

144.51

6000

9000

12000

15000

COB
40W

24°

M204-01-40

IP20
IP44

Cut out
135mm

D=150

H=100

*  For more product details, please consult our sales team.

White
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High lumen output and anti glare design with IP44 rate
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M02 Series

Product Features:

1.  Module structure, adapted to different LED light source and beam angles.

2.  Patented structure design, die-cast lamp body, simple but elegant.

3.  UGR ＜ 19   Secondary calculus lens tech, accurate light distribution , pure light spot, multi-anti-glare 
tech.

4.  Various drivers for option, non-flicker, smart control, etc.

5. IP20, IP44 for option.

6. Serialized products with multiple dimensions, and powers ranging from 9W to 40W.

7.  Lifespan up to 50,000 hours, 5 years warranty.

IP20 IP44

M201-02-9  9W

M201-02-12  12W

M203-02-25  25W

M203-02-30  30W

M202-02-15  15W

M202-02-20  20W

M204-02-35  35W

M204-02-40  40W
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Specifical characteristics

Module

CREE, BRIDGELUX COB 

High lumen, high CRI, vivid & uniform lighting effect

Famous branded lens

Multiple beam angles for choice

High lumen output, accurate light distribution, soft 

& comfortable lighting effect

International high quality aluminum, die-cast heat 

sink, vortex and convective dissipation technology

Module design, adapted to different functions and 

dimensions of lamp housing

Easy for disassembing, low stock but flexible fit to 

end market demands

1

-

-

-

-

-

-

-

Driver

 External driver, optional

 According with LVD, EMC standard

Structure and characteristics

2

-

-

Front case

International high quality Intergrated design and 

cold-forging aluminum

Easy for all kinds of surface finishing.

Secondary optical design, accurate distribution, 

equal and comfort lighitng effect

3

-

-

-

UGR<19
UGR

Non-flicker driver for option Serialized products, multiple 
dimensions for choice

cut-off angle>30°

IP
IP44Dimmable driver for option
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M201-02-9

M201-02-12

M202-02-15

M202-02-20

M203-02-25

M203-02-30

M204-02-35

M204-02-40

Φ85x83

Φ85x83

Φ110x110

Φ110x110

Φ135x125

Φ135x125

Φ160x150

Φ160x150

Φ75

Φ75

Φ100

Φ100

Φ125

Φ125

Φ150

Φ150

Dimension(mm) Cut out(mm)

9W

12W

15W

20W

25W

30W

35W

40W

720lm

960lm

1200lm

1600lm

2000lm

2400lm

2800lm

3200lm

Power Luminous fluxModel Packing(mm)

18PCS/CTN425x425x245

18PCS/CTN425x425x245

18PCS/CTN425x425x305 

18PCS/CTN425x425x305 

18PCS/CTN500x500x345  

18PCS/CTN500x500x345  

8PCS/CTN555x375x470  

8PCS/CTN555x375x470 

CRI
>80

CRI
>90COB

24°15° 38° 2700K 3000K 4000K 5000K 6000K

h(m)

1

2

3

E(lx)

3563

890.8

395.9

D(cm)

46.46

92.92

139.38

1600

2400

3200

4000

COB
12W

24°

M201-02-12

h(m)

1

2

3

E(lx)

7283

1821

809.2

D(cm)

46.46

92.92

139.38

2400

3600

4800

6000

COB
20W

24°

M202-02-20

h(m)

1

2

3

E(lx)

10474

2619

1164

D(cm)

46.46

92.92

139.38

3000

6000

9000

12000

COB
30W

24°

M203-02-30

h(m)

1

2

3

E(lx)

15542

3885

1727

D(cm)

46.46

92.92

139.38

4000

8000

12000

16000

COB
40W

24°

M204-02-40

IP20
IP44

*  For more product details, please consult our sales team.

Cut out

D

H

Gray Black White
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Wall washer and down light optional with UGR<10
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M03 Series

Product Features:

1.  Module structure, adapted to different LED light source and beam angles.

2.  Different colors & beam angles of reflectors for choice.

3.  Patented structure design, die cast lamp body, simple but elegant.

4.  Secondary calculus lens tech, accurate light distribution control, pure light spot, multi-anti-glare tech, UGR ＜ 
10.

5.  Different drivers for option, non-flicker, smart control, etc.

6.  IP20, IP44 for option.

7.  Serialized products with multiple dimensions, and powers ranging from 9W to 40W.

8.  Lifespan up to 50,000 hours, 5 years warranty.

IP20 IP44

M201-03-9  9W

M201-03-12  12W

M203-03-25  25W

M203-03-30  30W

M202-03-15  15W

M202-03-20  20W

M204-03-35  35W

M204-03-40  40W
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Specifical characteristics

Module

CREE, BRIDGELUX COB

High lumen, high CRI, vivid & uniform lighting effect

Famous branded lens

Multiple beam angles for choice

High lumen output, accurate light distribution, soft 

& comfort lighting effect

International high quality aluminum, die-cast heat 

sink, vortex and convective dissipation technology

Module design, adapted to different functions and 

dimensions of lamp housing

Easy for disassembing, low stock but flexible fit to 

end market demands

1

-

-

-

-

-

-

-

Driver

 External driver, optional

 According with LVD, EMC standard

Structure and characteristics

2

-

-

Front case

International high quality Intergrated design and 

cold-forging aluminum

Easy for all kinds of surface treatments

Secondary optical design, accurate distribution, 

equal and comfort lighitng effect

3

-

-

-

-

UGR<10
UGR

Non-flicker driver for option Different colors for anti-
glare ring

Serialized products, multiple 
dimensions for choice

cut-off angle>30°

IP
IP44

Dimmable driver for option

Suitable for wall washing
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GD201-03-09

GD201-03-12

GD202-03-15

GD202-03-20

GD203-03-25

GD203-03-30

GD204-03-35

GD204-03-40

90x90x100

90x90x100

115x115x130

115x115x130

140x140x150

140x140x150

165x165x175

165x165x175

75x75

75x75

100x100

100x100

125x125

125x125

150x150

150x150

Dimension(mm) Cut out(mm)

9W

12W

15W

20W

25W

30W

35W

40W

720lm

960lm

1200lm

1600lm

2000lm

2400lm

2800lm

3200lm

Power Luminous fluxModel Packing(mm)

18 PCS/CTN425x425x245 

18PCS/CTN425x425x245  

18PCS/CTN455x455x315 

18PCS/CTN455x455x315 

18PCS/CTN545x545x385  

18PCS/CTN545x545x385  

8PCS/CTN450x450x425 

8PCS/CTN450x450x425

CRI
>80

CRI
>90COB

24°15° 38° 2700K 3000K 4000K 5000K 6000K

GD201-03-12 GD202-03-20

GD203-03-30 GD204-03-40

IP20
IP44

h(m)

1

2

3

E(lx)

2982

745.4

314

D(cm)

48.17

96.34

144.51

1200

1800

2400

3000

COB
12W

24°

h(m)

1

2

3

E(lx)

5853

1463

650.3

D(cm)

48.17

96.34

144.51

2400

3600

4800

6000

COB
20W

24°

h(m)

1

2

3

E(lx)

7741

1935

860.1

D(cm)

48.17

96.34

144.51

3200

4800

6400

8000

COB
30W

24°

h(m)

1

2

3

E(lx)

14537

3634

1615

D(cm)

48.17

96.34

144.51

6000

9000

12000

15000

COB
40W

24°

* For more product details, please consult our sales  team.

Cut out
75mm

S=90mm

H=100mm

Gray Black White
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Trimless design with UGR<10

24
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M04 Series

Product Features:

1.  Module structure, adapted to different LED light source and beam angles.

2.  Different colors and anti-glare designs of reflectors for choice, realizing spot, flood or wallwasher lighting 
effect.

3.  Patented rimless structure, simple but elegant.

4.  Secondary calculus lens tech, accurate light distribution , pure layout spot, multianti-glare tech, UGR ＜ 10 .

5.  Different drivers for option, non-flicker, smart control, etc.

6.  IP20, IP44 for option.

7.  Serialized products with multiple dimensions, and powers ranging from 9W to 40W

8.  Lifespan up to 50,000 hours, 5 years warranty.

IP20 IP44

M201-04-9  9W

M201-04-12  12W

M203-04-25  25W

M203-04-30  30W

M202-04-15  15W

M202-04-20  20W

M204-04-35  35W

M204-04-40  40W
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Specifical characteristics

Module

CREE, BRIDGELUX COB 

High lumen, high CRI, vivid & uniform lighting effect

Famous branded lens

Multiple beam angles for choice

High lumen output, accurate distribution, soft & 

comfort lighting effect

International high quality aluminum, die-cast heat 

sink, vortex and convective dissipation technology

Module design, adapted to different functions and 

dimensions of lamp housing

Easy for disassembing, low stock but flexible fit to 

end market demands

1

-

-

-

-

-

-

-

Driver

 External driver, optional

 According with LVD, EMC standard

Structure and characteristics

2

-

-

Front case

International high quality Intergrated design and 

cold-forging aluminum

Easy for all kinds of surface finishing

Rimless structure design, fit to high-end oriented 

market demands   Rimless structure design, fit to 

high-end oriented market demands

Secondary optical design, accurate light distribution, 

equal and comfort lighitng effect

Fit to direct lighting or wallwashing applications

3

-

-

-

-

UGR<10
UGR

Non-flicker driver for option

Different colors for anti-
glare ring

Serialized products, multiple 
dimensions for choice

IP
IP44

Dimmable driver for option

Suitable for wall washing

Trimless design
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M201-04-9

M201-04-12

M202-04-15

M202-04-20

M203-04-25

M203-04-30

M204-04-35

M204-04-40

Φ115x100

Φ115x100

Φ140x130

Φ140x130

Φ165 x 151

Φ165 x 151

Φ190 x179

Φ190 x179

Φ80

Φ80

Φ105

Φ105

Φ130

Φ130

Φ155

Φ155

Dimension(mm) Cut out(mm)

9W

12W

15W

20W

25W

30W

35W

40W

720lm

960lm

1200lm

1600lm

2000lm

2400lm

2800lm

3200lm

Power Luminous fluxModel Packing(mm)

18PCS/CTN425x425x245 

18PCS/CTN425x425x245 

18PCS/CTN 455x455x315 

18PCS/CTN455x455x315  

18PCS/CTN545x545x385  

18PCS/CTN545x545x385 

8PCS/CTN 450x450x425 

8PCS/CTN450x450x425 

CRI
>80

CRI
>90COB

24°15° 38° 2700K 3000K 4000K 5000K 6000K

M201-04-12 M202-04-20

M203-04-30 M204-04-40

IP20
IP44

h(m)

1

2

3

E(lx)

2982

745.4

314

D(cm)

48.17

96.34

144.51

1200

1800

2400

3000

COB
12W

24°

h(m)

1

2

3

E(lx)

5853

1463

650.3

D(cm)

48.17

96.34

144.51

2400

3600

4800

6000

COB
20W

24°

h(m)

1

2

3

E(lx)

7741

1935

860.1

D(cm)

48.17

96.34

144.51

3200

4800

6400

8000

COB
30W

24°

h(m)

1

2

3

E(lx)

14537

3634

1615

D(cm)

48.17

96.34

144.51

6000

9000

12000

15000

COB
40W

24°

*  For more product details, please consult our sales team.

Cut out

D

H

Gray Black White
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Tiltable and down light function design with various colorful decorative reflector.
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M05 Series

Product Features:

1.  Module structure, adapted to different LED light source and beam angles.

2.  Patented structure design, adjustable or non-adjustable for option, Intergrated design and cold-forging aluminum lamp body, simple but 
elegant.

3.  Secondary calculus lens tech, accurate light distribution , pure light spot, anti-glare tech, comfort and non-glare lighting effect.

4.  Different drivers for option, non-flicker, smart control, etc.

5.  IP20, IP44 for option.

6.  Serialized products with multiple dimensions, and powers ranging from 9W to 40W.

7.  Lifespan up to 50,000 hours, 5 years warranty。

IP20 IP44

M201-05-9  9W

M201-05-12  12W

M203-05-25  25W

M203-05-30  30W

M202-05-15  15W

M202-05-20  20W

M204-05-35  35W

M204-05-40  40W
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Module

CREE, BRIDGELUX COB 

High lumen, high CRI, vivid & uniform lighting effect

Famous branded lens

Multiple beam angles for choice

High lumen output, accurate distribution, soft & 

comfortable lighting effect

International high quality aluminum, Intergrated 

design and cold-forging aluminum heat sink, 

vortex and convective dissipation technology

Module design, adapted to different functions and 

dimensions of lamp housing

Easy for disassembing, low stock but flexible fit to 

end market demands

1

-

-

-

-

-

-

-

Driver

 External driver, optional

 According with LVD, EMC standard

Structure and characteristics

2

-

-

Front case

International high quality Intergrated design and 

cold-forging aluminum

Easy for all kinds of surface finishing

3

-

-

Specifical characteristics

UGR<19
UGR

Non-flicker driver for option 30° adjustable in horizontalSerialized products, multiple 
dimensions for choice

IP
IP44

Dimmable driver for option
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M201-05-9

M201-05-12

M202-05-15

M202-05-20

M203-05-25

M203-05-30

M204-05-35

M204-05-40

Φ90x76

Φ90x76

Φ115x100

Φ115x100

Φ140x112

Φ140x112

Φ165x132

Φ165x132

Φ75

Φ75

Φ100

Φ100

Φ125

Φ125

Φ150

Φ150

Dimension(mm) Cut out(mm)

9W

12W

15W

20W

25W

30W

35W

40W

720lm

960lm

1200lm

1600lm

2000lm

2400lm

2800lm

3200lm

Power Luminous fluxModel Packing(mm)

18PCS/CTN425x425x245 

18PCS/CTN425x425x245 

18PCS/CTN425x425x305  

18PCS/CTN425x425x305  

18PCS/CTN500x500x345  

18PCS/CTN500x500x345  

8PCS/CTN555x375x470  

8PCS/CTN555x375x470 

CRI
>80

CRI
>90COB

24°15° 38° 2700K 3000K 4000K 5000K 6000K

M201-05-12 M202-05-20

M203-05-30 M204-05-40

IP20
IP44

h(m)

1

2

3

E(lx)

10474

2619

1164

D(cm)

46.46

92.92

139.38

3000

6000

9000

12000

COB
30W

24°

h(m)

1

2

3

E(lx)

15542

3885

1727

D(cm)

46.46

92.92

139.38

4000

8000

12000

16000

COB
40W

24°

h(m)

1

2

3

E(lx)

3563

890.8

395.9

D(cm)

46.46

92.92

139.38

1600

2400

3200

4000

COB
12W

24°

h(m)

1

2

3

E(lx)

7283

1821

809.2

D(cm)

46.46

92.92

139.38

2400

3600

4800

6000

COB
20W

24°

Cut out
Φ75mm

D=90mm

H=76mm

* For more product details, please consult our sales team.

Gray Black White
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M205-05-15 Φ150x103 Φ135 Lumière Sur Mesure15W 1500lm



Track luminaire suit for accent lighting.
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LED Track Spot Light

L063 Series

L061 Series

L062 Series
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Integrated design, Precise light control
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Applications: 

Store, hotel, club, exhibition hall, supermarket, etc.

Product Features:

1.Quality famous branded LED COB chip, high luminous efficiency, CRI>80/90, with uniform & comfortable light layout.

2. High quality aluminum heat sink to ensure ingenious shape and increase heat dissipation space.

3. Excellent precision optical design with high quality reflector, to realise a clear light shape and high peak intensity.

4. High quality isolated constant current driver. Dimming, intelligent control functions for option.

5. Tiltable to satisfy different direction lighting requirements.

6. Serialized products, classic design, fit for different applications.

7. Lifespan up to 50,000 hours, 3/5 years warranty.

L06301-15   15W

L06301-20   20W

L06306-15  15W

L06306-20  20W

L06302-25  25W

L06302-30  30W

L06307-30  30W L06309-8  8W

L06309-15  15W

L06311-15  15W

L06311-20  20W

L06311-25  25W

L06312-20  20W

L06312-30  30W

L06312-35  35W

L06315-8  8W

L06315-12  12W

L06316-15  15W

L06316-20  20W

L06317-25  25W

L06317-30  30W

L06310-15  15W

L06310-20  20W

IP20

L063 Series

35

LED Track Spot Light



Optics

Famous branded lens

High transmission, precisely and soft layout control

1

-

-

Lamp body

 International high qulity tensile aluminum

 Easy for all kinds of surface finishing

Structure and characteristics

Specifical characteristics

4

-

-

Light source

CREE, BRIDGELUX COB 

High lumen, high CRI, vivid & uniform lighting effect

2

-

-

Track Adapter

 Branded adapter (PC), wide adaptability

Adaptive to 2 wires, 3 wires, 4 wires tracks

Adaptive to DALI control system

5

-

-

-

Driver

Built-in driver, simple & compact design

According with LVD, EMC standard

3

-

-

Non-flicker driver for option  Stepless beam angle 
adjustable from 15° to 50°

Available for different colors 
of lamp bodies

Different colors for anti-glare ring

90° adjustable in vertical Rotatable through 355° 
on adapter

Serialized products, multiple 
dimensions for choice
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CRI
>80

CRI
>90COB

2700K 3000K 4000K 5000K 5700K

White Black

L06301-15

L06301-20

L06302-25

L06302-30
D

L W

A
H

15W

20W

25W

30W

1275lm

1700lm

2125lm

2550lm

Power Packing(mm)

12PCS/CTN365x275x400  

12PCS/CTN365x275x400  

12PCS/CTN425x320x430    

12PCS/CTN425x320x430

Luminous fluxModel

86 x 75 x 353 ( 75 / 212)

86 x 75 x 353 ( 75 / 212)

91 x 89 x 380 ( 89 / 239)

91 x 89 x 380 ( 89 / 239)

Size : L x W x H ( D / A)

15-50°

h(m)

1

2

3

E(lx)

5657

1414

628

D(cm)

40.01

80.01

120.02

1177

2354

3531

4708

COB
15W

COB
15W

24°

L06301-15

h(m)

1

2

3

E(lx)

3055

763

339 

D(cm)

63.74

127.49

191.23

648

1296

1944

2592

COB
15W

L06301-15

38°

h(m)

1

2

3

E(lx)

2052

513.1

228 

D(cm)

95.72

191.44

287.16

500

1000

1500

2000

COB
15W

L06301-15

50°

h(m)

1

2

3

E(lx)

6789

1697

754

D(cm)

24.52

49.05

73.57

1200

2400

3600

480015°

L06301-15

*  For more product details, please consult our sales team.
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Lamp Design

Integrated design, simple and convenient

1

-

Housing

Top quality ADC12 die-cast aluminum, excellent 

heat disspation

Suitable for diverse surface finishing

Structure and characteristics

Specifical characteristics

4

-

-

Optics

International famous branded lens

Various angles, Precise light control

2

-

-

Track Adapter

2 wires, 3 wires and 4 wires adaptor available

Driver Track adaptor available

5

-

-

Driver

Built-in driver, simple and convenient

Optional Glued Driver Tc 60° / Ta 90°, 5 years 

warranty

3

-

-

Non-flicker driver for option Different beam angle 90° adjustable in vertical Rotatable through 355° on 
adapter
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h(m)

1

2

3

E(lx)

4484

1121

498.2

D(cm)

76.17

152.33

228.50

1800

2700

3600

450050°x50°

L06307-30

White Black

L06307-30 30W 2550lm

Power Packing(mm)

8PCS/CTN320x300x490

Luminous fluxModel

106x120x209(120/61)

Size : L x W x H ( S / A)

A
L

W

S
H

h(m)

1

2

3

E(lx)

12083

3021

1343

D(cm)

39.86

79.72

119.58

3000

6000

9000

1200024°

L06307-30

h(m)

1

2

3

E(lx)

19187

4797

2132

D(cm)

26.74

53.48

80.23

8000

12000

16000

20000

SMD
30W

SMD
30W

15°

L06307-30

*  For more product details, please consult our sales team.

h(m)

1

2

3

E(lx)

6741

1685

749.0

D(cm)

63.63

127.26

190.88

2800

4200

5600

7000

SMD
30W

SMD
30W

38°

L06307-30

CRI
>80

CRI
>90 12° 38°24° 2700K 3000K 4000K 5000K 5700K50°x50°

SMD
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CRI
>80

High
Power 15° 45°30° 2700K 3000K 4000K 5000K 5700K

h(m)

1

2

3

h(m)

1

2

3

E(lx)

7086

1772

782

E(lx)

2829

707

314

D(cm)

28.95

57.95

86.69

D(cm)

63.74

127.49

191.23

1400

2800

4200

5600

600

1200

1800

2400

SMD
20W

SMD
20W

15° 30°

L06306-20

h(m)

1

2

3

E(lx)

2174

543

241

D(cm)

60.53

121.05

181.58

500

1000

1500

2000

SMD
15W

30°

L06306-15

L06306-20

White Black

L06306-15

L06306-20

15W

20W

1275lm

1700lm

Power Packing(mm)

10pcs / CTN 365x275x360

10pcs / CTN 365x275x360

Luminous fluxModel

149 x 41 x 230( 144 / 117)

149 x 41 x 230( 144 / 117)

Size : L x W x H ( S / A)

S

L W

A

H

h(m)

1

2

3

E(lx)

6789

1697

754

D(cm)

24.52

49.05

73.57

1200

2400

3600

4800

SMD
15W

15°

L06306-15

*  For more product details, please consult our sales team.
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L06309-8

L06309-15

L06310-15

L06310-20

8W

15W

15W

20W

680lm

1275lm

1275lm

1700lm

Power Packing(mm)

20pcs /CTN 384x332x325

20pcs /CTN 384x332x325

12pcs /CTN 324x291x362

12pcs /CTN 324x291x362

Luminous fluxModel
White Black

CRI
>80

CRI
>90COB

24° 38° 2700K 3000K 4000K 5000K 6000K

D

L W

A

H

86 x 57 x 286( 57 / 165)

86 x 57 x 286( 57 / 165)

86 x 71 x 326( 71 / 190)

86 x 71 x 326( 71 / 190)

Size : L x W x H ( D / A)

15°

h(m)

1

2

3

E(lx)

2480

620

276

D(cm)

44.22

88.44

132.65

615

1230

1845

2460

COB
8W

24°

L06309-8

h(m)

1

2

3

E(lx)

5657

1414

628

D(cm)

40.01

80.01

120.02

1177

2354

3531

4708

COB
15W

24°

L06309-15

h(m)

1

2

3

E(lx)

7818

1955

868

D(cm)

39.10

78.20

117.30

1620

3240

4860

6480

COB
20W

24°

L06310-20

*  For more product details, please consult our sales team.
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L06311-15

L06311-20

L06311-25

L06312-20

L06312-30

L06312-35

15W

20W

25W

20W

30W

35W

1275lm

1700lm

2125lm

1700lm

2550lm

2975lm

Power Packing(mm)

 12PCS/CTN380x288x277 

12PCS/CTN380x288x277  

12PCS/CTN380x288x277 

8PCS/CTN430x225x295

8 PCS/CTN 430x225x295

8PCS/CTN430x225x295  

Luminous fluxModel
White Black

CRI
>80

CRI
>90COB

2700K 3000K 4000K 5000K 6000K24° 38°

D

L W

A
H

86 x 84 x 219( 84 / 120)

86 x 84 x 219( 84 / 120)

86 x 84 x 239( 84 / 140)

95 x95 x 237( 95 / 138)

95 x95 x 247( 95 / 148)

95 x95 x 247( 95 / 148)

Size : L x W x H ( D / A)

15°

h(m)

1

2

3

E(lx)

5657

1414

628

D(cm)

40.01

80.01

120.02

1177

2354

3531

4708

COB
15W

24°

L06311-15

h(m)

1

2

3

E(lx)

7818

1955

868

D(cm)

39.10

78.20

117.30

1620

3240

4860

6480

COB
20W

24°

L06311-20

h(m)

1

2

3

E(lx)

9772

2443

1085

D(cm)

39.51

79.20

118.30

2073

4147

6220

8294

COB
25W

24°

L06311-25

h(m)

1

2

3

E(lx)

10631

2657

1181

D(cm)

42.19

84.38

126.57

2657

5314

7971

10631

COB
30W

24°

L06312-30

*  For more product details, please consult our sales team.
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L06315-8

L06315-12

L06316-15

L06316-20

L06317-25

L06317-30

8W

12W

15W

20W

25W

30W

680lm

1020lm

1275lm

1700lm

2125lm

2550lm

Power Packing(mm)Luminous fluxModel

S

L W

A

H

86 x 55 x 288( 55 / 165)

86 x 55 x 298( 55 / 175)

86 x 75 x 288( 75 / 165)

86 x 75 x 298( 75/ 175)

103 x 95 x 308( 95 / 185)

103 x 95 x 318( 95 / 195)

Size : L x W x H ( S / A)
White Black

CRI
>80

CRI
>90COB

2700K 3000K 4000K 5000K 6000K15° 45°30°

 16PCS/CTN385x270x340 

16PCS/CTN385x270x340  

16PCS/CTN385x385x345  

16PCS/CTN 385x385x345 

16PCS/CTN440x440x365  

16PCS/CTN440x440x365  

h(m)

1

2

3

E(lx)

2825

706

314

D(cm)

50.88

101.75

152.63

590

1180

1770

2360

COB
12W

30°

L06315-12

h(m)

1

2

3

E(lx)

5657

1414

628

D(cm)

54.31

108.61

162.92

1177

2354

3531

4708

COB
15W

30°

L06316-15

h(m)

1

2

3

E(lx)

7818

1955

868

D(cm)

50.88

101.75

152.63

1620

3240

4860

6480

COB
20W

30°

L06316-20

h(m)

1

2

3

E(lx)

10631

2657

1181

D(cm)

54.31

108.61

162.92

2657

5314

7971

10631

COB
30W

30°

L06317-30

*  For more product details, please consult our sales team.
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Screwless design, various wattage available
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Applications: 

Hotel, club, supermarket, store, office ,residential, commercial and etc.

Product Features:

1.Quality imported branded LED COB chip, CRI>80/90,high luminous efficiency, stable performance

to provide uniform & comfortable light layout.

2. High quality aluminum heat sink to ensure ingenious shape and increase heat dissipation space.

3. Excellent precision optical design with high quality reflector, clear light shape and high peak 
intensity.

4. High quality isolated constant current driver. Dimming, intelligent control function for options.

5. Tiltable to satisfy different directions lighting requirements.

6. Serialized products, transversal and vertical junction box for options, powers ranging from 10W-50W.

7. Lifespan up to 50,000 hours, 3/5 years warranty.

L06106-20   20W

L06107-30   30W

L06108-40   40W

L06135-15  15W

L06135-20  20W

L06136-20  20W

L06136-25  25W

L06137-30   30W

L06137-40    40W

L06138-40   40W

L06106-20/H   20W

L06107-30/H   30W

L06108-40/H   40W

L06126-20   20W

L06127-30   30W

L06128-40   40W

L06131-50   50W L06109-10   10W

L06110-20   20W

L06111-30   30W

L06112-40   40W

L06126-20/H   20W

L06127-30/H   30W

L06128-40/H   40W

L06131-50/H   50W

IP20

L061 Series
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White+Black White Black

L06135-15

L06135-20

L06136-20

L06136-25

15W

20W

20W

25W

1200lm

1600lm

1600lm

2000lm

Power Packing(mm)

8PCS/CTN520x400x260

8PCS/CTN520x400x260

8PCS/CTN520x400x260

8PCS/CTN520x400x260

Luminous fluxModel

179x105x200(95/49)

179x105x200(95/49)

188x105x204(104/50)

188x105x204(104/50)

Size : L x W x H ( D / A)

L
D

W

A
H

CRI
>80

CRI
>90COB

2700K 3000K 4000K 5000K 6000K

h(m)

1

2

3

E(lx)

5748

1437

638.7

D(cm)

33.47

66.93

100.40

2400

3600

4800

6000

COB
15W

20°

L06135-15

h(m)

1

2

3

E(lx)

9219

2305

1024

D(cm)

32.07

64.15

96.22

3800

5700

7600

9500

COB
20W

20°

L06136-20

h(m)

1

2

3

E(lx)

2499

624.8

277.7

D(cm)

48.32

96.64

144.96

1000

1500

2000

2500

COB
20W

30°

L06135-20

h(m)

1

2

3

E(lx)

3336

834.0

370.7

D(cm)

60.15

120.29

180.44

1400

2100

2800

3500

COB
25W

30°

L06136-25

20° 30°10°

*  For more product details, please consult our sales team.
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White+Black White Black

L06137-30

L06137-40 

L06138-40

30W

40W

40W

2400lm

3400lm

3400lm

Power Packing(mm)

8PCS/CTN620x520x260

8PCS/CTN620x520x260

8PCS/CTN620x520x260

Luminous fluxModel

287x105x200(95/49)

287x105x200(95/49)

305x105x204(104/50)

Size : L x W x H ( D / A)

W

CRI
>80

CRI
>90COB

2700K 3000K 4000K 5000K 6000K

h(m)

1

2

3

E(lx)

12256

3064

1362

D(cm)

32.36

64.71

97.07

3000

6000

9000

12000

COB
30W

20°

L06137-30

h(m)

1

2

3

E(lx)

4426

1106

491.7

D(cm)

52.81

105.62

158.43

1800

2700

3600

4500

COB
40W

30°

L06137-40

h(m)

1

2

3

E(lx)

6931

1733

770.1

D(cm)

58.39

116.78

175.18

2800

4200

5600

7000

COB
40W

30°

L06138-40

20° 30°10°

L
D

A

D

H

*  For more product details, please consult our sales team.
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White+Black White Black

L06106-20

L06107-30

L06108-40

20W

30W

40W

1700lm

2550lm

3400lm

Power Packing(mm)

8pcs/CTN 568x390x275

8pcs/CTN 568x390x275

8pcs/CTN 568x390x275

Luminous fluxModel

147 x 93 x 209( 84 / 115)

147 x 93 x 229( 84 / 140)

147 x 93 x 229( 84 / 155)

Size : L x W x H ( D / A)

D
L

W

A
H

CRI
>80

CRI
>90COB

2700K 3000K 4000K 5000K 6000K

h(m)

1

2

3

E(lx)

7818

1955

868

D(cm)

39.10

78.20

117.30

1620

3240

4860

6480

COB
20W

24°

L06106-20

h(m)

1

2

3

E(lx)

10631

2657

1181

D(cm)

42.19

84.38

126.57

2657

5314

7971

10631

COB
30W

24°

L06107-30

h(m)

1

2

3

E(lx)

13391

3347

1488

D(cm)

37.43

74.86

112.29

3100

6200

9300

12400

COB
40W

24°

L06108-40

24° 38°15°

*  For more product details, please consult our sales team.
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White+Black White Black

L06126-20

L06127-30

L06128-40

L06131-50

20W

30W

40W

50W

1700lm

2550lm

3400lm

4250lm

Power Packing(mm)

8pcs/CTN 568x390x275

8pcs/CTN 568x390x275

8pcs/CTN 568x390x275

8pcs/CTN 568x390x275

Luminous fluxModel

162 x 93 x 206( 95 / 110)

162 x 93 x 226( 95 / 135)

162 x 93 x 226( 95 / 150)

173 x 107 x 226( 107 / 140)

Size : L x W x H ( D / A)

D
L

W

A
H

CRI
>80

CRI
>90COB

2700K 3000K 4000K 5000K 6000K

h(m)

1

2

3

E(lx)

7818

1955

868

D(cm)

39.10

78.20

117.30

1620

3240

4860

6480

COB
20W

24°

L06126-20

h(m)

1

2

3

E(lx)

10631

2657

1181

D(cm)

42.19

84.38

126.57

2657

5314

7971

10631

COB
30W

24°

L06127-30

h(m)

1

2

3

E(lx)

13391

3347

1488

D(cm)

37.43

74.86

112.29

3100

6200

9300

12400

COB
40W

24°

L06128-40

h(m)

1

2

3

E(lx)

14970

3742

1664

D(cm)

34.98

69.96

104.95

3741

7483

10663

149703

COB
50W

24°

L06131-50

24° 38°15°

*  For more product details, please consult our sales team.
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h(m)

1

2

3

E(lx)

2480

620

276

D(cm)

44.22

88.44

132.65

615

1230

1845

2460

COB
10W

24°

L06109-10

h(m)

1

2

3

E(lx)

7818

1955

868

D(cm)

39.10

78.20

117.30

1620

3240

4860

6480

COB
20W

24°

L06110-20

h(m)

1

2

3

E(lx)

10631

2657

1181

D(cm)

42.19

84.38

126.57

2657

5314

7971

10631

COB
30W

24°

L06111-30

h(m)

1

2

3

E(lx)

13391

3347

1488

D(cm)

37.43

74.86

112.29

3100

6200

9300

12400

COB
40W

24°

L06112-40

White+Black White Black

L06109-10

L06110-20

L06111-30

L06112-40

10W

20W

30W

40W

850lm

1700lm

2550lm

3400lm

Power Packing(mm)

12pcs/CTN 530x265x230

8pcs/CTN 568x390x275

8pcs/CTN 568x390x275

8pcs/CTN 568x390x275

Luminous fluxModel

110 x 79 x 178( 67 / 79)

164 x 100 x 171( 100 / 104)

164 x 100 x 191( 100 / 124)

164 x 100 x 191( 100 / 139)

Size : L x W x H ( D / A)

D
L

W

A
H

CRI
>80

CRI
>90COB

2700K 3000K 4000K 5000K 6000K24° 38°15°

*  For more product details, please consult our sales team.
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White+Black White Black

L06106-20/H

L06107-30/H

L06108-40/H

20W

30W

40W

1700lm

2550lm

3400lm

Power Packing(mm)

8PCS/CTN565x505x275

8PCS/CTN565x505x275

8PCS/CTN565x505x275

Luminous fluxModel

221 x 84 x 215( 84 / 115)

221 x 84 x 240( 84 / 140)

221 x 84 x 255( 84 / 155)

Size : L x W x H ( D / A)

D

L W

A

H

CRI
>80

CRI
>90COB

2700K 3000K 4000K 5000K 6000K

h(m)

1

2

3

E(lx)

7818

1955

868

D(cm)

39.10

78.20

117.30

1620

3240

4860

6480

COB
20W

24°

L06106-20/H

h(m)

1

2

3

E(lx)

10631

2657

1181

D(cm)

42.19

84.38

126.57

2657

5314

7971

10631

COB
30W

24°

L06107-30/H

h(m)

1

2

3

E(lx)

13391

3347

1488

D(cm)

37.43

74.86

112.29

3100

6200

9300

12400

COB
40W

24°

L06108-40/H

24° 38°15°

*  For more product details, please consult our sales team.
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h(m)

1

2

3

E(lx)

7818

1955

868

D(cm)

39.10

78.20

117.30

1620

3240

4860

6480

COB
20W

24°

L06126-20/H

h(m)

1

2

3

E(lx)

10631

2657

1181

D(cm)

42.19

84.38

126.57

2657

5314

7971

10631

COB
30W

24°

L06127-30/H

h(m)

1

2

3

E(lx)

13391

3347

1488

D(cm)

37.43

74.86

112.29

3100

6200

9300

12400

COB
40W

24°

L06128-40/H

h(m)

1

2

3

E(lx)

14970

3742

1664

D(cm)

34.98

69.96

104.95

3741

7483

10663

149703

COB
50W

24°

L06131-50/H

White+Black White Black

L06126-20/H

L06127-30/H

L06128-40/H

L06131-50/H

20W

30W

40W

50W

1700lm

2550lm

3400lm

4250lm

Power Packing(mm)

8PCS/CTN565x505x275

8PCS/CTN565x505x275

8PCS/CTN565x505x275

8PCS/CTN565x505x275

Luminous fluxModel

221 x 95 x 210( 95 / 110)

221 x 95 x 230( 95 / 130)

221 x 95 x 250( 95 / 150)

221 x 107 x 240( 107 / 140)

Size : L x W x H ( D / A)

D

L W

A

H

CRI
>80

CRI
>90COB

2700K 3000K 4000K 5000K 6000K24° 38°15°

* For more product details, please consult our sales team.

52

LED Track Spot Light



53

LED Track Spot Light



LUMENS AC COB module, triac dimmable
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Applications: 

Store, hotel, club, exhibition hall, supermarket, and etc.

Product Features:
1.Quality branded AC COB chip, CRI>80/90,high luminous efficiency, stable performance to provide 

uniform & comfortable light layout, extremely low flicker.

2. High quality aluminum heat sink to ensure ingenious shape and increase heat dissipation space.

3. Excellent precision optical design with high quality reflector, clear light shape and high peak 
intensity.

4. TRIAC dimming, efficient installation, good cost performance.

5. Tiltable to satisfy different direction lighting requirements.

6. Serialized products, classic design, powers ranging from 8W-40W.

7. Lifespan up to 50,000 hours, 3 years warranty.

L06201-8   8W

L06202-15   15W

L06215-20   20W

L06216-30   30W

L06217-40   40W

L06204-15   15W

L06205-20   20W

L06207-20   20W

L06208-30   30W

L06209-40   40W

IP20

L062 Series
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Optics

Famous branded reflector

High transmission, precisely and soft layout control

1

-

-

Track Adapter

 Branded Adapter (PC), wide adaptability

Adaptive to 2 wires, 3 wires, 4 wires tracks

Structure and characteristics

Specifical characteristics

4

-

-

LED Module

Korean LUMENS DOB Module

 Input available for 220-240V or 100-120V

According with CE, UL standard

Triac-dimmable

High lumen, high CRI, vivid & uniform lighting effect

2

-

-

-

-

-

Lamp body

 International high qulity tensile aluminum

 Easy for all kinds of finishing

3

-

-

Available for different colors 
of lamp bodies

Different colors for anti-glare 
ring

90° adjustable in vertical

Rotatable through 355° 
on adapter

Serialized products, multiple 
dimensions for choice
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White+Black White Black

L06207-20

L06208-30

L06209-40

20W

30W

40W

1700lm

2550lm

3400lm

Power Packing(mm)

12PCS/CTN425x365x265

12PCS/CTN425x365x265

12PCS/CTN425x365x265

Luminous fluxModel

107 x 95 x 221( 95 / 113)

107 x 95 x 221( 95 / 138)

107 x 95 x 221( 95 / 153)

Size : L x W x H ( D / A)

D

L W

A

H

CRI
>80

CRI
>90 2700K 3000K 4000K 5000K

DOB
       Dimmable

AC
100~120V
50/60Hz

AC
200~240V
50/60Hz 24°12° 38°

h(m)

1

2

3

E(lx)

7818

1955

868

D(cm)

39.10

78.20

117.30

1620

3240

4860

6480

COB
20W

24°

L06207-20

h(m)

1

2

3

E(lx)

10631

2657

1181

D(cm)

42.19

84.38

126.57

2657

5314

7971

10631

COB
30W

24°

L06208-30

h(m)

1

2

3

E(lx)

13391

3347

1488

D(cm)

37.43

74.86

112.29

3100

6200

9300

12400

COB
40W

24°

L06209-40

*  For more product details, please consult our sales team.
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White+Black White Black

L06201-8

L06202-15

8W

15W

680lm

1275lm

Power Packing(mm)

20PCS/CTN390x325x290

20 PCS/CTN390x325x290

Luminous fluxModel

86 x 57 x 239( 57 / 117)

86 x 57 x 239( 57 / 117)

Size : L x W x H ( D / A)

D

L W

H

A

CRI
>80

CRI
>90 2700K 3000K 4000K 5000K

DOB
       Dimmable

AC
100~120V
50/60Hz

AC
200~240V
50/60Hz 24°12° 38°

h(m)

1

2

3

E(lx)

2480

620

276

D(cm)

44.22

88.44

132.65

615

1230

1845

2460

COB
8W

24°

L06201-8

h(m)

1

2

3

E(lx)

5657

1414

628

D(cm)

40.01

80.01

120.02

1177

2354

3531

4708

COB
15W

24°

L06202-15

h(m)

1

2

3

E(lx)

3055

763

339 

D(cm)

63.74

127.49

191.23

648

1296

1944

2592

COB
15W

L06202-15

38°

h(m)

1

2

3

E(lx)

1674

417

185 

D(cm)

63.74

127.49

191.23

408

816

1224

1632

COB
8W

L06201-8

38°

*  For more product details, please consult our sales team.
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White+Black White Black

L06204-15

L06205-20

15W

20W

1275lm

1700lm

Power Packing(mm)

12PCS/CTN 330x300x365

12PCS/CTN 330x300x365

Luminous fluxModel

86 x 71 x 326( 71 / 190)

86 x 71 x 326( 71 / 190)

Size : L x W x H ( D / A)

D

L W

H

A

CRI
>80

CRI
>90 2700K 3000K 4000K 5000K

DOB
       Dimmable

AC
100~120V
50/60Hz

AC
200~240V
50/60Hz 24°12° 38°

h(m)

1

2

3

E(lx)

5657

1414

628

D(cm)

40.01

80.01

120.02

1177

2354

3531

4708

COB
15W

24°

L06204-15

h(m)

1

2

3

E(lx)

7818

1955

868

D(cm)

39.10

78.20

117.30

1620

3240

4860

6480

COB
20W

24°

L06205-20

h(m)

1

2

3

E(lx)

3055

763

339 

D(cm)

63.74

127.49

191.23

648

1296

1944

2592

COB
15W

L06204-15

38°

h(m)

1

2

3

E(lx)

3092

772

350

D(cm)

66.14

132.27

198.41

788

1577

2401

3155

COB
20W

L06205-20

38°

*  For more product details, please consult our sales team.
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White+Black White Black

L06215-20

L06216-30

L06217-40

20W

30W

40W

1700lm

2550lm

3400lm

Power Packing(mm)

12PCS/CTN 430x330x280

12PCS/CTN 430x330x280

12PCS/CTN 430x330x280

Luminous fluxModel

108 x 84 x 219( 84 / 109)

108 x 84 x 224( 84 / 134)

108 x 84 x 224( 84 / 149)

Size : L x W x H ( D / A)

D

L W

A

H

CRI
>80

CRI
>90 2700K 3000K 4000K 5000K

DOB
       Dimmable

AC
100~120V
50/60Hz

AC
200~240V
50/60Hz 24°12° 38°

h(m)

1

2

3

E(lx)

7818

1955

868

D(cm)

39.10

78.20

117.30

1620

3240

4860

6480

COB
20W

24°

L06215-20

h(m)

1

2

3

E(lx)

10631

2657

1181

D(cm)

42.19

84.38

126.57

2657

5314

7971

10631

COB
30W

24°

L06216-30

h(m)

1

2

3

E(lx)

13391

3347

1488

D(cm)

37.43

74.86

112.29

3100

6200

9300

12400

COB
40W

24°

L06217-40

*  For more product details, please consult our sales team.
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Track System

"T"connector "I"connector

Power connector

"+"connector

End Cap

"T"connector "L"connector

"T"connector
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Recessed

Cut out : Φ75mm  Size : Φ60 x 30mm

Surface Mounted

2  Wires Track 3  Wires Track 4  Wires Track

Track Rail

Power connector End cap "I"connector Adjustable "L"connector"T"connector"L"connector

Track Connector

Other Installation Way

2 Wires Single-circuit 3 Wires Single-circuit 4 Wires 3 circuits

                                                           

3 Wires Track adaptor with driver

                                            

4 Wires Track adaptor with driver

Track Adaptor
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Recessed luminaire suit for accent 

lighting and general lighting
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LED Spot Light

L011 Series

L014 Series

L012 Series

L015 Series

L013 Series

L017 Series

L018 Series

L019 Series
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Product serialization with various beam angles and tiltable design
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Applications: 

Hotel, club, supermarket, store, office ,residential, commercial and etc.

Product Features:
1.Quality famous branded LED COB chip, high luminous efficiency, CRI>80/90, stable performance to proAide uniform & 

comfortable light layout.

2.High quality aluminum heat sink to ensure ingenious shape and increase heat dissipation space.

3.Twice precision optical design to make uniform,soft and comfortable light, luxury zisual feeling.

4.High quality isolated constant current driver. Dimming, intelligent control function for options.

5.Serialized products, multiple sizes, powers ranging from 3W to 40W.

6.Lifespan up to 50,000 hours, 3/5 years warranty.

L01105-3   3W
L01101-8   8W

L01101-6   6W L01106-9     9W
L01106-12   12W

L01107-15   15W L01103-20   20W
L01104-30   30W
L01104-40   40W

IP20

L011 Series
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h(m)

1

2

3

E(lx)

2020

505

225

D(cm)

38.56

77.11

115.67

450

900

1350

1800

COB
6W

24°

L01101-6

h(m)

1

2

3

E(lx)

2480

620

276

D(cm)

44.22

88.44

132.65

615

1230

1845

2460

COB
9W

24°

L01106-9

h(m)

1

2

3

E(lx)

7818

1955

868

D(cm)

39.10

78.20

117.30

1620

3240

4860

6480

COB
20W

24°

L01103-20

h(m)

1

2

3

E(lx)

10631

2657

1181

D(cm)

42.19

84.38

126.57

2657

5314

7971

10631

COB
30W

24°

L01104-30

White+Black White Black

L01105-3

L01101-6

L01101-8

L01106-9

L01106-12

L01107-15

L01103-20

L01104-30

L01104-40

Φ68x70

Φ83x68

Φ83x68

Φ90x68

Φ90x88

Φ110x93

Φ120x103

Φ150x103

Φ150x118

Φ55

Φ73

Φ73

Φ78

Φ78

Φ95

Φ105

Φ135

Φ135

Dimension(mm) Cut out(mm) Packing(mm)

100PCS/CTN 577x364x353

30pcs /CTN 552x413x208

30pcs /CTN 552x413x208

30pcs /CTN 552x413x208

30pcs / CTN 552x413x242

 12PCS/CTN 424x339x242

12pcs / CTN 424x339x242

12pcs / CTN 370x350x410

12pcs / CTN 370x350x410

3W

6W

8W

9W

12W

15W

20W

30W

40W

210lm

510lm

680lm

720lm

1020lm

1275lm

1700lm

2550lm

3400lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

Cut out

D

H

*  For more product details, please consult our sales team.
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Product serialization with anti glare and tiltable design
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Applications: 

Hotel, club, supermarket, store, office ,residential, commercial and etc.

Product Features:

1.Quality famous branded LED COB chip, high luminous efficiency, CRI>80/90, stable performance to provide uniform &

comfortable light layout.

2.High quality aluminum heat sink to ensure ingenious shape and increase heat dissipation ability.

3.Twice precision optical design to make uniform, soft and comfortable light, 30° anti-glare design to protect eyes.

4.High quality isolated constant current driver. Dimming, intelligent control function for options.

5.5 dimensions for options, powers ranging from 6W-30W.

6.Lifespan up to 50,000 hours, 3/5 years warranty.

L01201-6   6W L01203-15   15WL01202-9    9W
L01202-12    12W

L01204-20   20W L01205-30    30W

IP20

L012 Series
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L01201-6

L01202-9

L01202-12

L01203-15

L01204-20

L01205-30

Φ85x91

Φ105x91

Φ105x111

Φ125x117

Φ145x141

Φ160x140

Φ75

Φ95

Φ95

Φ115

Φ135

Φ150

Dimension(mm) Cut out(mm) Packing(mm)

30pcs / CTN 552x413x242

30pcs /CTN 552x413x242

20pcs / CTN 672x276x285

20pcs /CTN 692x285x300

12pcs / CTN 468x316x341

8pcs /CTN 446x446x349

6W

9W

12W

15W

20W

30W

510lm

765lm

1020lm

1275lm

1700lm

2550lm

Power Luminous fluxModel
White+Black White Black

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

h(m)

1

2

3

E(lx)

3851

962.7

427.9

D(cm)

42.78

85.56

128.33

800

1600

2400

3200

COB
12W

24°

L01202-12

h(m)

1

2

3

E(lx)

5657

1414

628

D(cm)

40.01

80.01

120.02

1177

2354

3531

4708

COB
15W

24°

L01203-15

h(m)

1

2

3

E(lx)

2480

620

276

D(cm)

44.22

88.44

132.65

615

1230

1845

2460

COB
9W

24°

L01202-9

h(m)

1

2

3

E(lx)

7818

1955

868

D(cm)

39.10

78.20

117.30

1620

3240

4860

6480

COB
20W

24°

L01204-20

Cut out

D

H

*  For more product details, please consult our sales team.
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30° adjustable in transversal, 360° in circle
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Applications: 

Hotel, club, supermarket, store, office ,residential, commercial and etc.

Product Features:

1.Quality famous branded LED COB chip, high luminous efficiency, CRI>80/90, stable performance to provide uniform &

comfortable light layout.

2.High quality aluminum heat sink to ensure ingenious shape and increase heat dissiption ability.

3.Twice precision optical design for uniform & comfortable light layout.

4.High quality isolated constant current driver. Dimming, intelligent control function for options.

5.Innovative design, 360° rotation to satisfy different direction accent lighting requirements.

6.5 dimensions for options, powers ranging from 12W-40W.

7.Lifespan up to 50,000 hours, 3/5 years warranty.

L01301-12   12W L01302-15   15W L01303-20   20W L01304-30   30W L01305-40   40 W

IP20

L013 Series
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Optics

Famous branded reflector

Multiple beam angles for choice

High transmission, precisely and soft layout control

1

-

-

-

Lamp body

International high quality cold-forging aluminum 

Easy for all kinds of surface finishing

Structure and characteristics

Specifical characteristics

4

-

-

Light source

CREE, BRIDGELUX COB Chip

High lumen, high CRI, vivid & uniform lighting effect

2

-

-

Heat Sink

International high quality cold-forging aluminum

Excellent heat dissipation ability

5

-

-

Driver

External driver, optional

According with LVD, EMC standard

3

-

-

Non-flicker driver for option Available for different colors 
of lamp bodies

Rotatable through 360° 
on adapter

30° tiltable in horizontalSerialized products, multiple 
dimensions for choice
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L01301-12

L01302-15

L01303-20

L01304-30

L01305-40

Φ93x85

Φ108x85

Φ120x102

Φ140x102

Φ160x117

Φ78

Φ100

Φ110

Φ125

Φ150

Dimension(mm) Cut out(mm) Packing(mm)

30pcs / CTN 552x413x242

20pcs / CTN 672x276x285

20pcs / CTN 672x276x285

12pcs / CTN 370x350x410

8pcs / CTN 446x446x349

12W

15W

20W

30W

40W

1020lm

1275lm

1700lm

2550lm

3400lm

Power Luminous fluxModel
White+Black White Black

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

L01301-12

h(m)

1

2

3

E(lx)

7818

1955

868

D(cm)

39.10

78.20

117.30

1620

3240

4860

6480

COB
20W

24°

L01303-20

h(m)

1

2

3

E(lx)

10631

2657

1181

D(cm)

42.19

84.38

126.57

2657

5314

7971

10631

COB
30W

24°

L01304-30

h(m)

1

2

3

E(lx)

13391

3347

1488

D(cm)

37.43

74.86

112.29

3100

6200

9300

12400

COB
40W

24°

L01305-40

Cut out

D

H

*  For more product details, please consult our sales team.

h(m)

1

2

3

E(lx)

3851

962.7

427.9

D(cm)

42.78

85.56

128.33

800

1600

2400

3200

COB
12W

24°
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Over 400LUX at a distance of 10meters
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Applications: 

Airport, exhibition hall, hotel, supermarket and etc.

Product Features:

1.Quality famous branded LED COB chip, high luminous efficiency, CRI>80/90, stable performance to provide uniform &

comfortable light layout.

2.High quality aluminum body and heat sink to ensure an ingenious shape and a sufficient dissipation space.

3.Patented multi-diffuser optical design to achieve uniform & comfortable light layout, various beam angles for options.

4.4 dimensions for options, powers ranging from 35W-80W, excellent solutions to replace the metal halide lamp.

5.Lifespan up to 50,000 hours, 3/5 years warranty.

L01401-35   35W L01402-50   50W
L01403-60   60W
L01403-80   80W L01404-80   80W

L01404-60   60W

IP20

L014 Series
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Optics

Famous branded  reflector

Multiple beam angles for choice

High transmission, precisely and soft layout control

1

-

-

-

Lamp body

International high quality cold-forging aluminum 

Easy for all kinds of surface finishing

Structure and characteristics

Specifical characteristics

4

-

-

Light source

CREE, BRIDGELUX COB Chip

High lumen, high CRI, vivid & uniform lighting effect

2

-

-

Heat Sink

International high quality cold-forging aluminum

Excellent heat dissipation ability

5

-

-

Driver

External driver, optional

According with LVD, EMC standard

3

-

-

Non-flicker driver for option Available for different colors 
of lamp bodies

High lux

22° tiltable in horizontalSerialized products, multiple 
dimensions for choice
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h(m)

1

2

3

h(m)

1

2

3

E(lx)

5512

1378

623

E(lx)

3448

861

384

D(cm)

66.14

132.27

198.41

D(cm)

95.72

191.44

287.88

1406

2812

4218

5625

834

1687

2531

3375

COB
35W

COB
35W

L01401-35 L01401-35

L01401-35 Φ150x102 Φ135

Dimension(mm) Cut out(mm) Packing(mm)

12pcs / CTN 370x350x41035W 2800lm

Power Luminous fluxModel
White+Black White Black

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

h(m)

1

2

3

E(lx)

25520

5742

2551

D(cm)

27.01

54.02

81.03

5625

11250

16875

22500

COB
35W

L01401-35

15°

38° 60°

h(m)

1

2

3

E(lx)

10856

2713

1206

D(cm)

34.98

69.96

104.95

2711

5422

8133

10856

COB
35W

24°

L01401-35

D

H

*  For more product details, please consult our sales team.

Cut out
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h(m)

1

2

3

h(m)

1

2

3

E(lx)

7605

1901

845

E(lx)

4753

1188

528

D(cm)

66.14

132.27

198.41

D(cm)

95.72

191.44

287.88

1912

3825

5737

7650

1181

2362

3543

4725

COB
50W

COB
50W

L01402-50 L01402-50

h(m)

1

2

3

E(lx)

31687

7921

3520

D(cm)

27.01

54.02

81.03

7875

15750

23625

31500

COB
50W

L01402-50

15°

38° 60°

h(m)

1

2

3

E(lx)

14970

3742

1664

D(cm)

34.98

69.96

104.95

3741

7483

10663

149703

COB
50W

24°

L01402-50

White+Black White Black

L01402-50 Φ160x103 Φ145

Dimension(mm) Cut out(mm) Packing(mm)

12pcs / CTN 370x350x41050W 4250lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

D

H

*  For more product details, please consult our sales team.

Cut out

82

LED Spot Light



h(m)

1

2

3

h(m)

1

2

3

E(lx)

11700

2925

1300

E(lx)

7312

1828

812

D(cm)

66.14

132.27

198.41

D(cm)

95.72

191.44

287.88

3150

6300

9450

12600

1687

3375

5062

6750

COB
60W

COB
60W

L01403-60 L01403-60

h(m)

1

2

3

E(lx)

39375

9843

4375

D(cm)

27.01

54.02

81.03

9000

18000

27000

36000

COB
60W

L01403-60

15°

38° 60°

h(m)

1

2

3

E(lx)

20662

5166

2296

D(cm)

41.30

82.60

123.91

4640

10312

13921

18562

COB
60W

24°

L01403-60

White+Black White Black

L01403-60

L01403-80

Φ180x110

Φ180x125

Φ165

Φ165

60W

80W

8pcs / CTN 446x446x349

8pcs / CTN 446x446x349

4800lm

6400lm

Dimension(mm) Cut out(mm) Packing(mm)Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

Cut out

D

W

*  For more product details, please consult our sales team.
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h(m)

1

2

3

h(m)

1

2

3

E(lx)

15210

3802

1690

E(lx)

9517

2376

1055

D(cm)

66.14

132.27

198.41

D(cm)

95.72

191.44

287.88

4095

8190

12285

16380

2193

4387

6580

8775

COB
80W

COB
80W

L01404-80 L01404-80

h(m)

1

2

3

E(lx)

51187

12795

5687

D(cm)

27.01

54.02

81.03

11970

23400

35100

46800

COB
80W

L01404-80

15°

38° 60°

h(m)

1

2

3

E(lx)

26860

6715

2984

D(cm)

41.30

82.60

123.91

6032

13405

18097

24130

COB
80W

24°

L01404-80

L01404-60

L01404-80

Φ235x120

Φ235x130

Φ205

Φ205

60W

80W

8pcs / CTN 546x546x415

8pcs / CTN 546x546x415

4800lm

6400lm

White+Black White Black

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

Dimension(mm) Cut out(mm) Packing(mm)Power Luminous fluxModel

Cut out

D

W

*  For more product details, please consult our sales team.
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6W ~ 50W Tiltable Spot Light with high Lumen output
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Applications: 

hotel, club, supermarket, store, office ,residential, commercial and , etc.

Product Features:

1.Qualtiy famous branded LED COB chip, stable and high luminous efficiency, CRI>80/90, with uniform & comfortable 

light layout.

2.High quality aluminum heat sink to ensure ingenious shape and increase heat dissipation ability.

3.Optical lens design to achieve high lumen, uniform & comfortable light layout; Beam angels covering from 15° to 38° , to 

satisfy different lighting demands.

4.High quality isolated constant current driver, stable performance. Dimming, intelligent control function for options.

5.Serialized products, exquisite appearance, powers ranging from 6W to 50W.

6.Lifespan up to 50,000 hours, 3/5 years warranty.

L01502-9   9W
L01502-12   12W

L01501-6   6W L01503-20   20W
L01504-40   40W
L01504-30   30W

L01505-50   50W
L01505-40   40W

IP20

L015 Series
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Optics

 Famous branded lens

Multiple beam angles for choice

High transmission, precisely and soft layout control

1

-

-

-

Lamp body

International high quality cold-forging aluminum 

Easy for all kinds of surface finishing

Structure and characteristics

Specifical characteristics

4

-

-

Light source

CREE, BRIDGELUX COB Chip

High lumen, high CRI, vivid & uniform lighting effect

2

-

-

Heat Sink

International high quality cold-forging aluminum

Excellent heat dissipation ability

5

-

-

Driver

External driver, optional

According with LVD, EMC standard

3

-

-

Non-flicker driver for option Available for different colors 
of lamp bodies

15° tiltable in horizontalSerialized products, 
multiple dimensions for 
choice
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L01501-6

L01502-9

L01502-12

L01503-20

L01504-30

L01504-40

L01505-40

L01505-50

Φ83 x 55

Φ90 x 60

Φ90 x 80

Φ110 x 85

Φ130 x 98

Φ130 x 113

Φ150 x 100

Φ150 x 110

Φ70

Φ78

Φ78

Φ100

Φ120

Φ120

Φ135

Φ135

Dimension(mm) Cut out(mm) Packing(mm)

30pcs / CTN 552x413x208

30pcs /CTN 552x413x208

30pcs /CTN 552x413x208

20pcs /CTN 612x338x290

20pcs / CTN 675x365x350

20pcs / CTN 675x365x350

12pcs / CTN 370x350x410

12pcs / CTN 370x350x410

6W

9W

12W

20W

30W

40W

40W

50W

510lm

765lm

1020lm

1700lm

2550lm

3400lm

3400lm

4250lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 2700K 3000K 4000K 5000K 6000K15°

L01502-12

h(m)

1

2

3

E(lx)

7818

1955

868

D(cm)

39.10

78.20

117.30

1620

3240

4860

6480

COB
20W

24°

L01503-20

h(m)

1

2

3

E(lx)

10631

2657

1181

D(cm)

42.19

84.38

126.57

2657

5314

7971

10631

COB
30W

24°

L01504-30

h(m)

1

2

3

E(lx)

13391

3347

1488

D(cm)

37.43

74.86

112.29

3100

6200

9300

12400

COB
40W

24°

L01504-40

White+Black White Black

Cut out

D

H

*  For more product details, please consult our sales team.

h(m)

1

2

3

E(lx)

3851

962.7

427.9

D(cm)

42.78

85.56

128.33

800

1600

2400

3200

COB
12W

24°
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90° adjustable in vertical, 360° in circle

90

LED Spot Light



Applications: 

Hotel, club, supermarket, store, office ,residential, commercial and etc.

Product Features:

1.  Quality famous branded LED COB chip, high luminous efficiency, CRI>80/90, stable performance to provide uniform 

& comfortable light layout.

2.  High quality die-cast aluminum heat sink to ensure ingenious shape and increase heat dissipation ability.

3.  Twice precision optical design to uniform & comfortable light layout.

4.  High quality isolated constant current driver. Dimming, intelligent control function for options.

5.  360° adjustable, 90° tiltable adjustable to satisfy different direction accent lighting requirements.

6.  4 dimensions for options, powers ranging from 8W-40W.

7.  Lifespan up to 50,000 hours, 3/5 years warranty.

L01704-8   8W L01701-15   15W L01702-30   30W L01703-40   40W

IP20

L017 Series
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Optics

 Famous branded reflector

Multiple beam angles for choice

High transmission, precisely and soft layout control

1

-

-

-

Lamp body

International high quality Die-cast  aluminum Easy 

for all kinds of surface finishing

Structure and characteristics

Specifical characteristics

4

-

-

Light source

CREE, BRIDGELUX COB Chip

High lumen, high CRI, vivid & uniform lighting effect

2

-

-

Heat Sink

International high quality cold-forging aluminum

Reasonable design, efficient dissipation

5

-

-

Driver

External driver, optional

According with LVD, EMC standard

3

-

-

Non-flicker driver for option Available for different colors 
of lamp bodies

90° adjustable in vertical

Rotatable through 360° on 
adapter

Serialized products, 
multiple dimensions for 
choice

92

LED Spot Light



White+Black White Black

L01704-8

L01701-15

L01702-30

L01703-40

Φ85 x 78

Φ130 x 110

Φ165 x 145

Φ190 x 155

Φ76

Φ120

Φ155

Φ170

Dimension(mm) Cut out(mm) Packing(mm)

48pcs/CTN 480x480x310

27pcs/CTN 440x440x405

12pcs/CTN 520x370x330

12pcs/CTN 590x420x350

8W

15W

30W

40W

680lm

1275lm

2550lm

3400lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

h(m)

1

2

3

E(lx)

2480

620

276

D(cm)

44.22

88.44

132.65

615

1230

1845

2460

COB
8W

24°

L01704-8

h(m)

1

2

3

E(lx)

5657

1414

628

D(cm)

40.01

80.01

120.02

1177

2354

3531

4708

COB
15W

24°

L01701-15

h(m)

1

2

3

E(lx)

10631

2657

1181

D(cm)

42.19

84.38

126.57

2657

5314

7971

10631

COB
30W

24°

L01702-30

h(m)

1

2

3

E(lx)

13391

3347

1488

D(cm)

37.43

74.86

112.29

3100

6200

9300

12400

COB
40W

24°

L01703-40

*  For more product details, please consult our sales team.

Cut out

D

H
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Various decorative anti-glare ring optional; Simple and stylish
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Applications: 

Applications: Hotel, Restaurant, Shopping Mall, Stores and Household

Product Features:

1.  ADC12 die-cast aluminun and 6063 extrusion aluminum housing, ensure excellent heat 
disspation

2.  Famous branded optic, Comfortable and precise light distribution

3.  Various decorative anti-glare ring optional; UGR<19

4.  Diverse applications available, Tiltable design and ultra-thin housing

5.  CCT  turnable and dimmable, suitbable for kinds of smart system

6.  Long lifespan 50,000 hours, 5 years warranty

IP20

L018 Series

L01801-6   6W

L01801-12   12W

L01801-18  18W

L01802-6  6W

L01802-12  12W

L01802-18  18W

L01804-3A  3W

L01804-3B  3W

L01804-5  5W

L01804-6  6W

L01805-5  5W

L01805-8  8W
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Optics

 International famous branded reflector

Various bean angles

Precise and uniform light distribution

Anti Glare design

Various decorative reflector available

1

-

-

-

-

-

Lamp body

High quality die-cast heatsink

Excellent appearance and heat dissipation

Structure and characteristics

Specifical characteristics

4

-

-

Light source

International famous branded COB chip

High CRI and lumen output, Good color saturation 

and fidelity

2

-

-

Driver

External constant current driver

Conforming to LVD and EMC

3

-

-

Smart system available
Anti Glare designTurnable CCT function 

available

Various decorative 
reflector available

Product serialization with 
various size and wattage
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White+Black White Black

L01801-6

L01801-12

L01801-18

Φ75x70

Φ85x75

Φ105x85

Φ65

Φ75

Φ95

Dimension(mm) Cut out(mm) Packing(mm)

60PCS/CTN520x420x370

60PCS/CTN520x420x370

60PCS/CTN520x420x370

6W

12W

18W

480lm

960lm

1440lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

h(m)

1

2

3

E(lx)

1506

376.6

167.4

D(cm)

42.78

85.56

128.33

400

800

1200

1600

COB
6W

24°

L01801-6

h(m)

1

2

3

E(lx)

2586

646.5

287.3

D(cm)

42.78

85.56

128.33

1200

1800

2400

3000

COB
12W

24°

L01801-12

h(m)

1

2

3

E(lx)

5921

1480

657.9

D(cm)

42.78

85.56

128.33

2400

3600

4800

6000

COB
18W

24°

L01801-18

*  For more product details, please consult our sales team.

Cut out

D

H
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White+Black White Black

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

L01802-6

L01802-12

L01802-18

Φ80xH76

Φ100xH85

Φ110xH96

Φ65

Φ75

Φ95

Dimension(mm) Cut out(mm) Packing(mm)

60PCS/CTN520x420x370

60PCS/CTN520x420x370

60PCS/CTN520x420x370

6W

12W

18W

480lm

960lm

1440lm

Power Luminous fluxModel

h(m)

1

2

3

E(lx)

1506

376.6

167.4

D(cm)

42.78

85.56

128.33

400

800

1200

1600

COB
6W

24°

L01802-6

h(m)

1

2

3

E(lx)

2586

646.5

287.3

D(cm)

42.78

85.56

128.33

1200

1800

2400

3000

COB
12W

24°

L01802-12

h(m)

1

2

3

E(lx)

5921

1480

657.9

D(cm)

42.78

85.56

128.33

2400

3600

4800

6000

COB
18W

24°

L01802-18

*  For more product details, please consult our sales team.

Cut out

D

H
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h(m)

1

2

3

E(lx)

15210

3802

1690

D(cm)

66.14

132.27

198.41

300

600

900

1200

COB
6W

L01804-6

38°

h(m)

1

2

3

E(lx)

1844

461.1

204.9

D(cm)

37.82

75.64

113.47

800

1200

1600

2000

COB
5W

24°

L01804-5

h(m)

1

2

3

E(lx)

491.4

122.9

54.60

D(cm)

42.34

84.68

127.02

100

200

300

400

SMD
3W

24°

L01804-3A

L01804-3A

L01804-3B

L01804-5

L01804-6

Φ40x41

Φ45x54

Φ57x71

Φ68x87

Φ30

Φ40

Φ50

Φ60

3W

3W

5W

6W

100PCS/CTN520x420x370

100PCS/CTN520x420x370

100PCS/CTN520x420x370

100PCS/CTN520x420x370

150lm

150lm

350lm

450lm

White+Black White Black

CRI
>80

CRI
>90

<3
SDCMCOBSMD

24° 38° 2700K 3000K 4000K 5000K 6000K15°

Dimension(mm) Cut out(mm) Packing(mm)Power Luminous fluxModel

*  For more product details, please consult our sales team.

Cut out

D

H
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White+Black White Black

L01805-5

L01805-8

Φ68x30

Φ85x32

Φ55

Φ70

Dimension(mm) Cut out(mm) Packing(mm)

100PCS/CTN520x420x370

100PCS/CTN520x420x370

5W

8W

400lm

640lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 2700K 3000K 4000K 5000K 6000K15°

h(m)

1

2

3

E(lx)

2220

555.0

246.7

D(cm)

36.94

73.87

110.81

500

1000

1500

2000

COB
5W

24°

L01805-5

h(m)

1

2

3

E(lx)

2413

603.2

268.1

D(cm)

49.43

98.86

148.29

1000

1500

2000

2500

COB
8W

24°

L01805-8

*  For more product details, please consult our sales team.

Cut out

D

W
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355° Rotation and Stretchable, Switch between accent lighting and general lighting
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Applications: 

Applications: Hotel, Restaurant, Shopping Mall, Stores and Show 
Room

Product Features:

1.  ADC12 die-cast aluminun housing, ensure excellent heat disspation

2.  Famous branded optic, Comfortable and precise light distribution

3.  355° Rotation and Stretchable design good for diverse applications

4.  Product serialization, square and round shape optional, single and multi-head 
optional

5.  CCT  turnable and dimmable, suitbable for kinds of smart system

6.  Long lifespan 50,000 hours, 5 years warranty

L01902-15  15W

L01902-25  25W

L01901-15  15W

L01901-25  25W

L01901-35  35W

L01903-30  30W

L01903-50  50W

IP20

L019 Series
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Specifical characteristics

Smart system available 355° Rotation

Product serialization with 
various size and wattage

Structure and characteristics

Turnable CCT function 
available

Stretchable design

1

-

-

-

-

-

Lamp body

High quality die-cast heatsink

Excellent appearance and heat dissipation

4

-

-

Optics

 International famous branded reflector

Various bean angles

Precise and uniform light distribution

Anti Glare design

Various decorative reflector available

Light source

International famous branded COB chip

High CRI and lumen output, Good color 

saturation and fidelity

2

-

-

Driver

External constant current driver

Conforming to LVD and EMC

3

-

-
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White+Black White Black

L01901-15

L01901-25

L01901-35

Φ98x120

Φ130x135

Φ160x155

Φ90

Φ120

Φ140

Dimension(mm) Cut out(mm) Packing(mm)

24pcs/CTN485x365x265  

16pcs/CTN580x300x300

12pcs/CTN500x335x330 

15W

25W

35W

1200lm

2000lm

2400lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 2700K 3000K 4000K 5000K 6000K15°

Cut out

D

H

h(m)

1

2

3

E(lx)

7283

1821

809.2

D(cm)

40.10

80.21

120.31

3000

4500

6000

7500

COB
25W

24°

L01901-25

h(m)

1

2

3

E(lx)

5544

1386

615.9

D(cm)

37.54

75.09

112.63

2400

3600

4800

6000

COB
15W

24°

L01901-15

h(m)

1

2

3

E(lx)

11491

2873

1277

D(cm)

41.68

83.37

125.05

3000

6000

9000

12000

COB
35W

24°

L01901-35

*  For more product details, please consult our sales team.
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White+Black White Black

L01902-15

L01902-25

100x100x120

130x130x135

Φ90

Φ120

Dimension(mm) Cut out(mm) Packing(mm)

24pcs/CTN485x365x265  

16pcs/CTN580x300x300

15W

25W

1200lm

2000lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 2700K 3000K 4000K 5000K 6000K15°

*  For more product details, please consult our sales team.

Cut out

S

H

h(m)

1

2

3

E(lx)

7283

1821

809.2

D(cm)

40.10

80.21

120.31

3000

4500

6000

7500

COB
25W

24°

L01902-25

h(m)

1

2

3

E(lx)

5544

1386

615.9

D(cm)

37.54

75.09

112.63

2400

3600

4800

6000

COB
15W

24°

L01902-15
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White+Black White Black

L01903-30

L01903-50

100x185x120

130x240x135

175x90

230x120

Dimension(mm) Cut out(mm) Packing(mm)

16pcs/CTN515x395x270  

8pcs/CTN495x300x300  

2x15W

2x25W

2400lm

4000lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 2700K 3000K 4000K 5000K 6000K15°

*  For more product details, please consult our sales team.

Cut out

L

HW

h(m)

1

2

3

E(lx)

12549

3137

1394

D(cm)

34.78

69.55

104.33

3000

6000

9000

12000

COB
30W

24°

L01903-30

h(m)

1

2

3

E(lx)

6406

1602

711.8

D(cm)

44.77

89.54

134.31

8000

12000

16000

20000

COB
50W

24°

L01903-50
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Recessed luminaire suit for general 

lighting
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LED Down Light

L021 Series

L022 Series

L024 Series

L023 Series

L025 Series

L027 Series

L028 Series

L029 Series
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Various wattage available from 9W ~50W, UGR<19
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Applications: 

  Hotel, Restaurant, Shopping Mall, Stores, Show Room and House

Product Features:

1.  ADC12 die-cast aluminun housing, ensure excellent heat disspation

2.  Famous branded optic with 24° and 60° meet diverse applications 
need

3.  Various decorative anti-glare ring optional; UGR<19

4.  Product serialization with various wattage available from 9W ~50W

5.  IP20 and IP44 optional meet diverse applications need

6.  CCT  turnable and dimmable, suitbable for kinds of smart system

7.  Long lifespan 50,000 hours, 5 years warranty

IP20 IP44

  

L027 Series

L02703-9  9W

L02703-12  12W

L02705-20  20W

L02705-30  30W

L02704-15  15W

L02704-20  20W

L02706-30  30W

L02706-40  40W

L02707-40  40W

L02707-50  50W

111

LED Down Light



Structure and characteristics

Specifical characteristics

Smart system available Turnable CCT function 
available

Various decorative 
reflector available

Anti Glare design

Product serialization with 
various size and wattage

Optics

International famous branded reflector

Various bean angles

Precise and uniform light distribution

Anti Glare design

Various decorative reflector available

1

-

-

-

-

-

Lamp body

High quality Ineergrated die-cast design heatsink

Excellent appearance and heat dissipation

4

-

-

Light source

International famous branded COB chip

High CRI and lumen output, Good color saturation 

and fidelity

2

-

-

Driver

External constant current driver

Conforming to LVD and EMC

3

-

-
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L02703-9

L02703-12

L02704-15

L02704-20

L02705-20

L02705-30

L02706-30

L02706-40

L02707-40

L02707-50

Φ100 x 75

Φ100 x 75

Φ110 x 80

Φ110 x 80

Φ135 x 96

Φ135 x 96

Φ170 x 112

Φ170 x 112

Φ215 x 135

Φ215 x 135

Φ90

Φ90

Φ100

Φ100

Φ125

Φ125

Φ150

Φ150

Φ200

Φ200

Dimension(mm) Cut out(mm) Packing(mm)

30PCS/CTN552x413x208

30PCS/CTN552x413x208

18PCS/CTN425x290x325

18PCS/CTN425x290x325

12PCS/CTN370x350x410

12PCS/CTN370x350x410

8PCS/CTN450x450x295

8PCS/CTN450x450x295

8pcs/CTN550x550x345

8pcs/CTN550x550x345

9W

12W

15W

20W

20W

30W

30W

40W

40W

50W

720lm

960lm

1200lm

1600lm

1600lm

2500lm

2500lm

3400lm

3400lm

4200lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 60° 2700K 3000K 4000K 5000K 6000K

White+Black White Black

More Decorative reflector available：

Matt silver Glossy silver

Black Golden

IP20
IP44

L02703-9 L02704-20

L02705-30 L02706-40

h(m)

1

2

3

E(lx)

865.3

216.3

96.15

D(cm)

118.01

236.02

354.03

360

540

720

900

COB
9W

60°

h(m)

1

2

3

E(lx)

2314

578.5

257.1

D(cm)

118.01

236.02

354.03

1000

1500

2000

2500

COB
30W

60°

h(m)

1

2

3

E(lx)

1798

449.4

199.7

D(cm)

118.01

236.02

354.03

800

1200

1600

2000

COB
20W

60°

h(m)

1

2

3

E(lx)

4781

1195

531.3

D(cm)

118.01

236.02

354.03

1600

2400

3200

4000

COB
40W

60°

*  For more product details, please consult our sales team.

Cut out

D

W
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Anti-glare design, UGR<19
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Applications: 

Hotel, club, supermarket, store, office ,residential, commercial and 
etc.

Product Features:
1.Quality famous branded LED COB chip, high luminous efficiency, CRI>80/90, stable performance to provide uniform & 

comfortable light layout.

2.Patented appearance design. High quality aluminum heat sink to ensure ingenious shape and increase heat dissipation 
space.

3.Twice precision optical design to make uniform,natural and comfortable light.

4.High quality isolated constant current driver. Dimming, intelligent control function for options.

5.Complete series range from 2.5"-8", Powers ranging from 8W-40W.

6.Lifespan up to 50,000 hours, 3/5 years warranty.

L02103-8  8WL02102-8  8W L02104-12  12W L02105-20  20W L02106-30  30W L02107-35  35W L02108-40  40W

IP20

L021 Series
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Optics

 Famous branded reflector

Multiple beam angles for choice

High transmission, precisely and soft layout control

1

-

-

-

Lamp body

International high quality pressing aluminum

Easy for all kinds of surface finishing

Structure and characteristics

Specifical characteristics

4

-

-

Light source

CREE, BRIDGELUX COB Chip

High lumen, high CRI, vivid & uniform lighting effect

2

-

-

Heat Sink

International high qulity cold-forging aluminum

Reasonable design, efficient dissipation

Diffuser

Frosted glass

Soft transmission, anti-glare

Anti-glare ring

Pressed aluminum

Available for multiple surface finishing

5

-

-

6

-

-

7

-

-

Driver

External driver, optional

According with LVD, EMC standard

3

-

-

Non-flicker driver for option Available for different colors 
of lamp bodies

Different colors for anti-
glare ring

Serialized products, multiple 
dimensions for choice

Anti Glare design
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White+Black White Black

L02102-8

L02103-8

L02104-12

L02105-20

L02106-30

L02107-35

L02108-40

Ф85x73

Ф100x71

Ф110x87

Ф125x107

Ф150x118

Ф180x120

Ф230x136

Ф64

Ф76

Ф89

Ф110

Ф135

Ф160

Ф210

Dimension(mm) Cut out(mm) Packing(mm)

30pcs /CTN 552x413x208

20pcs /CTN 672x276x285

20pcs /CTN 672x276x285

20pcs /CTN 672x276x285

12pcs /CTN 370x350x410

8pcs /CTN 446x446x349

8pcs /CTN 546x546x415

8W

8W

12W

20W

30W

35W

40W

680lm

680lm

1020lm

1700lm

2550lm

2975lm

3400lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K

h(m)

1

2

3

E(lx)

2480

620

276

D(cm)

44.22

88.44

132.65

615

1230

1845

2460

COB
8W

24°

L02103-8

h(m)

1

2

3

E(lx)

2825

706

314

D(cm)

50.88

101.75

152.63

590

1180

1770

2360

COB
12W

24°

L02104-12

h(m)

1

2

3

E(lx)

10631

2657

1181

D(cm)

42.19

84.38

126.57

2657

5314

7971

10631

COB
30W

24°

L02106-30

h(m)

1

2

3

E(lx)

13391

3347

1488

D(cm)

37.43

74.86

112.29

3100

6200

9300

12400

COB
40W

24°

L02108-40

15°

Cut out

D

H

*  For more product details, please consult our sales team.
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Wide beam angle and anti glare design down light

118

LED Down Light



Applications: 

Hotel, club, supermarket, store, office ,residential, commercial and etc.

Product Features:
1.Quality famous branded LED SMD chip, high luminous efficiency, CRI>80/90, lower thermal diffusivity to provide uniform & 

comfortable light layout.

2.Patented appearance design. High quality aluminum heat sink to ensure ingenious shape and increase heat dissipation 
space.

3.High quality imported acrylic diffuser to achieve uniform light and high lumen.

4.High quality isolated constant current driver fixed on housing to ensure efficient installation.

5.Dimensions range from 2.5"-8", Powers ranging from 6W-30W.

6.Lifespan up to 50,000 hours, 3/5 years warranty.

IP20

L022 Series

L02202-6  6W L02203-6  6W L02204-9  9W L02205-15  15W L02206-20  20W L02207-25  25W L02208-30  30W
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White+Black White Black

L02202-6

L02203-6

L02204-9

L02205-15

L02206-20

L02207-25

L02208-30

Φ85x68

Φ100x72

Φ110x83

Ф125x95

Ф150x98

Ф180x103

Ф230x105

Φ64

Φ76

Φ89

Ф110

Ф135

Ф160

Ф210

Dimension(mm) Cut out(mm) Packing(mm)

30pcs /CTN 552x413x208

20pcs /CTN 672x276x285

20pcs /CTN 672x276x285

20pcs /CTN 672x276x285

12pcs /CTN 370x350x410

8pcs /CTN 446x446x349

8pcs /CTN 546x546x415

6W

6W

9W

15W

20W

25W

30W

510lm

510lm

765lm

1275lm

1700lm

2125lm

2550lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<4
SDCMSMD

2700K 3000K 4000K 5000K 6000K90°

h(m)

1

2

3

E(lx)

563

141

63

D(cm)

218.61

437.23

655.84

135

270

405

540

SMD
6W

90°

90°

L02203-6

h(m)

1

2

3

E(lx)

650

163

72

D(cm)

219.81

438.83

655.84

300

600

900

1200

SMD
15W

L02205-15

h(m)

1

2

3

E(lx)

2250

263

250

D(cm)

227.61

439.23

658.84

500

1000

1500

2000

SMD
20W

L02206-20

h(m)

1

2

3

E(lx)

2560

640

285

D(cm)

216.61

439.23

659.84

600

1200

1800

2400

SMD
30W

L02208-30

90°

90°

Cut out

*  For more product details, please consult our sales team.

D
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Various optic parts and light shape available, best option for hotel lighting design
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Applications: 

Hotel, club, store, and etc.

Product Features:
1.Quality famous branded LED COB chip, high luminous efficiency, CRI>80/90, lower thermal diffusivity to provide uniform & 

comfortable light layout.

2.Patented appearance design. High quality aluminum heat sink to ensure ingenious shape and increase heat dissipation 
space.

3.Various finishing for options, changeable lighting ring and decorative ring for options for different application and aethestic 

standard.

4.Twice precision optical design, wide cutoff angle to make uniform,natural and comfortable light, anti-glare design.

5.High quality isolated constant current driver, high quality. Dimming, intelligent control function for options.

6.Dimensions range from 2.5"-8", Powers ranging from 6W-12W

7.Lifespan up to 50,000 hours, 3/5 years warranty.

L02301-6   6W

L02301-9   9W

L02301-12   12W

L02302-6   6W

L02302-9   9W

L02302-12   12W

IP20 IP44

L023 Series
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Optics

 Famous branded reflector

Multiple beam angles for choice

High transmission, precisely and soft layout control

1

-

-

-

Lamp body

International high quality cold-forging aluminum 

Easy for all kinds of surface finishing

Structure and characteristics

Specifical characteristics

4

-

-

Light source

CREE, BRIDGELUX COB Chip

High lumen, high CRI, vivid & uniform lighting effect

2

-

-

Heat Sink

International high quality cold-forging aluminum

Reasonable design, efficient heat dissipation

5

-

-

Driver

External driver, optional

According with LVD, EMC standard

3

-

-

UGR<15
UGR

Available for different colors 
of lamp bodies

Different colors for anti-
glare ring

Serialized products, multiple 
dimensions for choice

Non-flicker driver for option

IP
IP44
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White+Black White Black

L02301-6

L02301-9

L02301-12

Ф85x108

Ф85x108

Ф85x108

Ф78

Ф78

Ф78

Dimension(mm) Cut out(mm) Packing(mm)

20pcs /CTN 672x276x285

20pcs /CTN 672x276x285

20pcs /CTN 672x276x285

6W

9W

12W

510lm

765lm

1020lm

Power Luminous fluxModel

Lighting Rng  

光形环

Semicircular Elliptical  Circular  

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

h(m)

1

2

3

E(lx)

2020

505

225

D(cm)

38.56

77.11

115.67

450

900

1350

1800

COB
6W

24°

L02301-6

h(m)

1

2

3

E(lx)

2480

620

276

D(cm)

50.88

101.75

152.63

615

1230

1845

2460

COB
9W

24°

L02301-9

h(m)

1

2

3

E(lx)

2825

706

314

D(cm)

50.88

101.75

152.63

590

1180

1770

2360

COB
12W

24°

L02301-12

IP20
IP44

Cut out

D

H

*  For more product details, please consult our sales team.
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L02302-6

L02302-9

L02302-12

Ф85x108

Ф85x108

Ф85x108

Ф78

Ф78

Ф78

Dimension(mm) Cut out(mm) Packing(mm)

20pcs /CTN 672x276x285

20pcs /CTN 672x276x285

20pcs /CTN 672x276x285

6W

9W

12W

510lm

765lm

1020lm

Power Luminous fluxModel

White+Black White Black

Mirror Cover

Anti-dazzle  

White Anti-dazzle  Matt Anti-dazzle  

Black Anti-dazzle  Champagne 

Gold Anti-dazzle

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

h(m)

1

2

3

E(lx)

2020

505

225

D(cm)

38.56

77.11

115.67

450

900

1350

1800

COB
6W

24°

L02302-6

h(m)

1

2

3

E(lx)

2480

620

276

D(cm)

50.88

101.75

152.63

615

1230

1845

2460

COB
9W

24°

L02302-9

h(m)

1

2

3

E(lx)

2825

706

314

D(cm)

50.88

101.75

152.63

590

1180

1770

2360

COB
12W

24°

L02302-12

可选防眩环：

More Decorative reflector available：

IP20
IP44

Cut out

D

H

* For more product details, please consult our sales team.
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Tri-lighting mode, segmentally control
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Applications: 

Hotel, club, supermarket, store, office ,residential, commercial and etc.

Product Features:
1.Quality famous branded LED COB and SMD chip, high luminous efficiency, CRI>80/90, lower thermal diffusivity to provide 

uniform & comfortable light layout.

2.Patented appearance design. High quality aluminum heat sink to ensure ingenious shape and increase heat dissipation 
space.

3.Main lighting source adapts high quality diffuser to provide uniform & comfortable light layout, Blue/yellow/white LED 

auxiliary lighting source for options.

4.Intelligent control constant current driver, stable subsection control performance, easy operation.

5.Lifespan up to 50,000 hours, 3/5 years warranty.

L02401-12   12W L02402-20   20W L02403-12   12W L02404-20   20W

IP20

L024 Series
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Optics

 Famous branded reflector

Multiple beam angles for choice

High transmission, precisely and soft layout control

1

-

-

-

Lamp body

International high quality pressing aluminum Easy 

for all kinds of surface finishing

Structure and characteristics

Specifical characteristics

4

-

-

Light source

CREE, BRIDGELUX COB Chip

High lumen, high CRI, vivid & uniform lighting effect

2

-

-

Heat Sink

International high quality cold-forging aluminum

Reasonable design, efficient heat dissipation

5

-

-

Driver

External segmentally controlled smart driver

According with LVD, EMC standard

3

-

-

Available for different colors 
of lamp bodies

Serialized products, 
multiple dimensions for 
choice

Different shapeDifferent light colours
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L02401-12

L02402-20

Ф92x93

Ф120x95

Ф78

Ф105

Dimension(mm) Cut out(mm) Packing(mm)

20pcs /CTN 672x276x285

12pcs /CTN 424x339x242

9W+3W

15W+5W

720lm+150lm

1200lm+250lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<4
SDCMCOB SMD

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

h(m)

1

2

3

E(lx)

2825

706

314

D(cm)

50.88

101.75

152.63

590

1180

1770

2360

COB
12W

24°

L02401-12

h(m)

1

2

3

E(lx)

7818

1955

868

D(cm)

39.10

78.20

117.30

1620

3240

4860

6480

COB
20W

24°

L02402-20

White+Black White Black

Cut out

*  For more product details, please consult our sales team.

D
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CRI
>80

CRI
>90

<4
SDCMCOB SMD

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

L02403-12

L02404-20

93x93x95

125x125x95

Ф78

Ф105

Dimension(mm) Cut out(mm) Packing(mm)

20pcs /CTN 672x276x285

12pcs /CTN 424x339x242

9W+3W

15W+5W

720lm+150lm

1200lm+250lm

Power Luminous fluxModel
White+Black White Black

h(m)

1

2

3

E(lx)

2825

706

314

D(cm)

50.88

101.75

152.63

590

1180

1770

2360

COB
12W

24°

L02403-12

h(m)

1

2

3

E(lx)

7818

1955

868

D(cm)

39.10

78.20

117.30

1620

3240

4860

6480

COB
20W

24°

L02404-20

*  For more product details, please consult our sales team.

Cut out

S

H
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 IP44 structure
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Applications: 

hotel, club, store, bathroom ,humid location, and etc.

Product Features:

1.Qualtiy famous branded LED COB module, stable and high luminous efficiency, CRI>80/90, with uniform & confortable 

light layout.

2.High quality die-cast aluminum, IP44, suitable for humidity applications.

3.High quality isolated constant current driver, stable performance. Dimming, intelligent control function for options.

4.Serialized  products, powers ranging from 9W to 30W.

5.Lifespan up to 50,000 hours, 3/5 years warranty.

L02501-9   9W L02502-15   15W L02503-20   20W L02504-30   30W

IP44

L025 Series
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White+Gray

L02501-9

L02502-15

L02503-20

L02504-30

Ф100x76

Ф140x96

Ф165x112

Ф190x132

Ф85

Ф125

Ф150

Ф170

Dimension(mm) Cut out(mm) Packing(mm)

30pcs/CTN 552x413x242

18pcs/CTN 468x316x411

8pcs/CTN 446x446x349

8pcs/CTN 446x446x349

9W

15W

20W

30W

765lm

1275lm

1700lm

2550lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

h(m)

1

2

3

E(lx)

2480

620

276

D(cm)

44.22

88.44

132.65

615

1230

1845

2460

COB
9W

24°

L02501-9

h(m)

1

2

3

E(lx)

5657

1414

628

D(cm)

40.01

80.01

120.02

1177

2354

3531

4708

COB
15W

24°

L02502-15

h(m)

1

2

3

E(lx)

7818

1955

868

D(cm)

39.10

78.20

117.30

1620

3240

4860

6480

COB
20W

24°

L02503-20

h(m)

1

2

3

E(lx)

10631

2657

1181

D(cm)

42.19

84.38

126.57

2657

5314

7971

10631

COB
30W

24°

L02504-30

IP20
IP44

Cut out

*  For more product details, please consult our sales team.
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 Deep anti-glare design and IP20-IP65 
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Applications: 

Hotel, Restaurant, Shopping Mall, Stores, Airport and Railway Station

Product Features:

1.  ADC12 die-cast aluminun housing, ensure excellent heat disspation

2.  Famous branded optic, Big cutoff angle and various decorative anti-glare ring optional, 
UGR<19

3.  IP20, IP44 and IP65 optional meet diverse applications need

4.  CCT  turnable and dimmable, suitbable for kinds of smart system

5.  Long lifespan 50,000 hours, 5 years warranty

IP20 IP44

L02801-10  10W L02803-30  30WL02802-20  20W L02804-40  40W

L028 Series
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Optics

International famous branded reflector

Various bean angles

Precise and uniform light distribution

Various decorative reflector available

1

-

-

-

-

Lamp body

High quality die-cast heatsink

Excellent appearance and heat dissipation

Structure and characteristics

4

-

-

Light source

International famous branded COB chip

High CRI and lumen output, Good color saturation 

and fidelity

2

-

-

Strocture

Anti Glare design

Water-proof design

5

-

-

Driver

External constant current driver

Conforming to LVD and EMC

3

-

-

Smart system available Turnable CCT function 
available

Various decorative 
reflector available

Anti Glare design

Product serialization with 
various size and wattage

IP65, Indoor and outdoor 
application
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L02801-10

L02802-20

L02803-30

L02804-40

Ф100x75

Ф140x90

Ф185x112

Ф230x128

Ф90

Ф130

Ф170

Ф200

Dimension(mm) Cut out(mm) Packing(mm)

48PCS/CTN480x480x280

36PCS/CTN455x455x445

20PCS/CTN400x400x650

8PCS/CTN475x475x420

10W

20W

30W

40W

800lm

1600lm

2400lm

3200lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB SMD

45°30° 2700K 3000K 4000K 5000K 6000K

h(m)

1

2

3

h(m)

1

2

3

h(m)

1

2

3

h(m)

1

2

3

E(lx)

2260

564.9

251.1

E(lx)

3133

783.1

348.1

E(lx)

1117

279.3

124.1

E(lx)

1512

378.1

168.0

D(cm)

97.66

195.31

292.97

D(cm)

102.06

204.12

306.17

D(cm)

83.14

166.28

249.41

D(cm)

102.96

205.92

308.88

1000

1500

2000

2500

1400

2100

2800

3500

300

600

900

1200

400

800

1200

1600

COB
30W

COB
40W

COB
10W

COB
20W

45° 45°

45° 45°

L02803-30 L02804-40

L02801-10 L02802-20

White+Black White Black

IP20
IP44 IP65

More Decorative reflector available：

Matt silver Glossy silver

Black Golden

*  For more product details, please consult our sales team.

Cut out
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Ultra-thin design, product serialization with various sizes available from 2.5' ~8'
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Applications: 

Hotel, Restaurant, Shopping Mall, Stores and Household

Product Features:

1.  ADC12 die-cast aluminun housing, ensure excellent heat disspation

2.  International brand SMD chip, uniform light output and good 
consistency

3.  Product serialization with various sizes available from 2.5' ~8'

4.  CCT  turnable and dimmable, suitbable for kinds of smart system

5.  Long lifespan 50,000 hours, 5 years warranty

IP20 IP44

L029 Series

L02901-3  3W L02902-5  5W L02903-7  7W L02904-9  9W L02905-12  12W L02906-20  20W L02907-30  30W
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CRI
>80

CRI
>90

<4
SDCMSMD

110° 2700K 3000K 4000K 5000K 6000K

White+Black White Black

L02901-3

L02902-5

L02903-7

L02904-9

L02905-12

L02906-20

L02907-30

 Φ98x31                            

Φ108x31                        

Φ118x31.5                            

Φ138x32                           

Φ178x36                           

Φ188x36                         

Φ240x40                           

Φ70

Φ80

Φ90

Φ115

Φ155

Φ160

Φ210

Dimension(mm) Cut out(mm) Packing(mm)

50PCS/CTN585x245x350

50PCS/CTN585x245x350

40PCS/CTN540x315x325

40PCS/CTN600x305x325

20PCS/CTN400x400x425

20PCS/CTN400x400x425

10PCS/CTN520x270x400

3W

5W

7W

9W

12W

20W

30W

240lm

400lm

560lm

720lm

960m

1600lm

2400lm

Power Luminous fluxModel

h(m)

1

2

3

E(lx)

149.2

37.29

16.58

D(cm)

227.94

455.89

683.83

60

90

120

150

SMD
9W

110°

L02904-9

h(m)

1

2

3

E(lx)

720.7

180.2

80.07

D(cm)

235.01

470.01

705.02

300

450

600

750

SMD
20W

110°

L02906-20

h(m)

1

2

3

E(lx)

207.8

51.95

23.09

D(cm)

247.97

495.93

743.90

50

100

150

200

SMD
12W

110°

L02905-12

h(m)

1

2

3

E(lx)

1067

266.8

118.6

D(cm)

236.84

473.68

710.53

300

600

900

1200

SMD
30W

110°

L02907-30

*  For more product details, please consult our sales team.

Cut out

D

H
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Surface Mounted suit for accent 

lighting and general lighting
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Surface Mounted Down Light

L041 Series

L042 Series

147
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IP20 / IP44 / IP65 structure
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Product Features:
1.Quality famous branded LED COB chip, high luminous efficiency, CRI>80/90, stable performance to provide uniform & 

comfortable light layout.

2.Patented appearance design. High quality aluminum heat sink to ensure ingenious shape and increase heat dissipation 
ability .

3.Twice precision optical design to make uniform,soft and comfortable light, anti-glare design.

4.High quality internal isolated constant current driver, high quality. Dimming, intelligent control function for options.

5.Patented mounting solution to ensure reliable and efficient installation.

6.Serialized products, powers ranging from 8W-45W.

7.Lifespan up to 50,000 hours, 3/5 years warranty.

L04107-40   40 W

L04107-45   45 W

L04103-15   15W

L04103-20   20W

L04104-20   20W

L04104-25   25W

L04105-25   25W

L04105-30   30W

L04106-30   30W

L04106-40   40W

IP44IP20

L041 Series

Applications: 

Hotel, club, airport, store, office ,residential, commer cial and etc.

L04109-12   12WL04108-8   8W L04110-8   8W L04111-15   15W

L04101-8   8W L04102-12   12W

L04112-20   20W
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h(m)

1

2

3

h(m)

1

2

3

h(m)

1

2

3

h(m)

1

2

3

E(lx)

7467

1866

829

E(lx)

7794

1949

860

E(lx)

2391

597

265

E(lx)

3111

777

345

D(cm)

24.52

49.05

73.57

D(cm)

28.95

57.95

86.69

D(cm)

60.53

121.05

181.58

D(cm)

63.74

127.49

191.23

1320

2640

3960

5280

1540

3080

4620

6160

550

1100

1650

2200

660

1320

1980

2640

COB
15W

COB
20W

COB
15W

COB
20W

15°

15°

30°

30°

L04111-15

L04112-20

L04111-15

L04112-20

L04110-8

L04111-15

L04112-20

55x55x165

75x75x165

95x95x165

Dimension(mm) Packing(mm)

24pcs /CTN   366x340x261

24pcs /CTN   366x340x261

16pcs /CTN   333x396x122

8W

15W

20W

680lm

1275lm

1700lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

2700K 3000K 4000K 5000K 6000K15° 45°30°

White+Black White Black

*  For more product details, please consult our sales team.

H

S
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L04108-8

L04109-12

80x80x103

100x100x128

Dimension(mm) Packing(mm)

18pcs /CTN 351x273x189

12pcs /CTN 333x226x300

8W

12W

680lm

1020lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

IP44

h(m)

1

2

3

E(lx)

2480

620

276

D(cm)

44.22

88.44

132.65

615

1230

1845

2460

COB
8W

24°

L04108-8 L04109-12

h(m)

1

2

3

E(lx)

1674

417

185 

D(cm)

63.74

127.49

191.23

408

816

1224

1632

COB
8W

L04108-8

38°

h(m)

1

2

3

E(lx)

2432

608

270 

D(cm)

63.74

127.49

191.23

516

1032

1548

2064

COB
12W

L04109-12

38°

White+Black White Black

*  For more product details, please consult our sales team.

H

S

h(m)

1

2

3

E(lx)

3851

962.7

427.9

D(cm)

42.78

85.56

128.33

800

1600

2400

3200

COB
12W

24°
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L04101-8

L04102-12

Ф80x103

Ф100x128

Dimension(mm) Packing(mm)

18pcs /CTN 351x273x189

12pcs /CTN 333x226x300

8W

12W

680lm

1020lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

IP44

h(m)

1

2

3

E(lx)

2480

620

276

D(cm)

44.22

88.44

132.65

615

1230

1845

2460

COB
8W

24°

L04101-8 L04102-12

h(m)

1

2

3

E(lx)

1674

417

185 

D(cm)

63.74

127.49

191.23

408

816

1224

1632

COB
8W

L04101-8

38°

h(m)

1

2

3

E(lx)

2432

608

270 

D(cm)

63.74

127.49

191.23

516

1032

1548

2064

COB
12W

L04102-12

38°

White+Black White Black

*  For more product details, please consult our sales team.

H

D

h(m)

1

2

3

E(lx)

3851

962.7

427.9

D(cm)

42.78

85.56

128.33

800

1600

2400

3200

COB
12W

24°
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1

-

-

-

Lamp body

International high quality pressing aluminum

Easy for all kinds of surface finishing

Structure and characteristics

Specifical characteristics

4

-

-

2

-

-

Heat Sink

International high qulity tensile aluminum

Excellent heat dissipation ability

Anti-glare ring

Pressed aluminum

Available for multiple surface finishing

5

-

-

6

-

-

3

-

-

Optics

 Famous branded reflector

Multiple beam angles for choice

High transmission, precisely and soft layout control

Light source

CREE, BRIDGELUX COB 

High lumen, high CRI, vivid & uniform lighting effect

Driver

Built-in driver, optional

According with LVD, EMC standard

UGR
Non-flicker driver for option Available for different colors 

of lamp bodies

Different colors for anti-
glare ring

Serialized products, 
multiple dimensions for 
choice

Easy for installation

IP
Available for IP20 and IP44
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L04103-15

L04103-20

L04104-20

L04104-25

L04105-25

L04105-30

L04106-35

L04106-40

L04107-40

L04107-45

Φ120x143

Φ120x143

Φ140x158

Φ140x158

Φ160x170

Φ160x170

Φ185x192

Φ185x192

Φ210x210

Φ210x210

Dimension(mm) Packing(mm)

16PCS/CTN520x270x325

16PCS/CTN520x270x325

12PCS/CTN455x310x355

12PCS/CTN455x310x355

12PCS/CTN515x350x385

12PCS/CTN515x350x385

8PCS/CTN400x400x425

8PCS/CTN400x400x425

8PCS/CTN450x450x465

8PCS/CTN450x450x465

15W

20W

20W

25W

25W

30W

35W

40W

40W

45W

1200lm

1600lm

1600lm

2000lm

2000lm

2400lm

2800lm

3200lm

3200lm

3600lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60°45° 2700K 3000K 4000K 5000K 6000K

h(m)

1

2

3

E(lx)

3729

932.3

414.4

D(cm)

60.25

120.50

180.76

1600

2400

3200

4000

COB
20W

38°

L04103-20

h(m)

1

2

3

E(lx)

5652

1413

628.0

D(cm)

54.51

109.02

163.54

2400

3600

4800

6000

COB
30W

38°

L04105-30

h(m)

1

2

3

E(lx)

4245

1061

471.6

D(cm)

62.91

125.81

188.72

1800

2700

3600

4500

COB
25W

38°

L04105-25

L04106-40

More Decorative reflector available：

IP20
IP44 IP65

15°

D

H

White+Black White Black

*  For more product details, please consult our sales team.

Matt silver Glossy silver

Black Golden

h(m)

1

2

3

E(lx)

7665

1916

851

D(cm)

66.14

132.27

198.41

3200

4800

6400

8000

COB
40W

38°
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90° adjustable in vertical
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Applications: 

Hotel, club, store,museum,and etc.

Product Features:
1.Quality famous branded LED COB chip, high luminous efficiency, CRI>80/90, stable performance to provide uniform & 

comfortable light layout.

2.Patented design, 90° adjustable, easy operation.

3.Twice precision optical design to make uniform,soft and comfortable light, uniform & comfortable light layout.

4.High quality internal isolated constant current driver. Dimming, intelligent control function for options.

5.Lifespan up to 50,000 hours, 3/5 years warranty.

L04201-12   12W L04202-18   18W L04205-12   12W L04206-18   18W

IP20

L042 Series
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Optics

 Famous branded lens

Multiple beam angles for choice

High transmission, precisely and soft layout control

1

-

-

-

Lamp body

International high qulity tensile aluminum

Easy for all kinds of surface finishing

Structure and characteristics

Specifical characteristics

4

-

-

Light source

CREE, BRIDGELUX COB  

High lumen, high CRI, vivid & uniform lighting effect

2

-

-

Heat Sink

International high quality cold-forging aluminum

Excellent heat dissipation ability

5

-

-

Driver

Built-in driver, optional

According with LVD, EMC standard

3

-

-

Non-flicker driver for option Available for different colors 
of lamp bodies

90° adjustable in verticalSerialized products, 
multiple dimensions for 
choice

Easy for installation

IP
IP20 Anti Glare design
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L04205-12

L04206-18

Ф79x155

Ф89x155

Dimension(mm) Packing(mm)

6pcs /CTN   273x186x190

6pcs /CTN  333x120x398

12W

18W

1020lm

1530lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 2700K 3000K 4000K 5000K 6000K15°

h(m)

1

2

3

E(lx)

6846

1711

760

D(cm)

38.57

77.15

115.72

1430

2860

4290

5720

COB
18W

24°

L04206-18L04205-12

h(m)

1

2

3

E(lx)

2432

608

270 

D(cm)

63.74

127.49

191.23

516

1032

1548

2064

COB
12W

L04205-12

38°

h(m)

1

2

3

E(lx)

2782

694

315

D(cm)

66.14

132.27

198.41

709

1419

2160

2839

COB
18W

L04206-18

38°

D

H

* For more product details, please consult our sales team.

White+Black White Black

h(m)

1

2

3

E(lx)

3851

962.7

427.9

D(cm)

42.78

85.56

128.33

800

1600

2400

3200

COB
12W

24°
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L04201-12

L04202-18

80x80x160

100x100x178

Dimension(mm) Packing(mm)

6pcs /CTN 273x186x190

6pcs /CTN 333x120x398

12W

18W

1020lm

1530lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

h(m)

1

2

3

E(lx)

6846

1711

760

D(cm)

38.57

77.15

115.72

1430

2860

4290

5720

COB
18W

24°

L04202-18L04201-12

h(m)

1

2

3

E(lx)

2432

608

270 

D(cm)

63.74

127.49

191.23

516

1032

1548

2064

COB
12W

L04201-12

38°

h(m)

1

2

3

E(lx)

2782

694

315

D(cm)

66.14

132.27

198.41

709

1419

2160

2839

COB
18W

L04202-18

38°

* For more product details, please consult our sales team.

White+Black White Black

S

H

h(m)

1

2

3

E(lx)

3851

962.7

427.9

D(cm)

42.78

85.56

128.33

800

1600

2400

3200

COB
12W

24°
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Recessed luminaire suit for accent 

lighting and general lighting
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LED Grille Light

L035 SeriesL031 Series

L034 Series

L036 SeriesL033 Series
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Product serialization with various beam angles and tiltable design
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Applications: 

Hotel, club, restanrant, store, residential, commercial and so on.

Product Features:

1.Quality famous branded LED COB chip, high luminous efficiency, CRI>80/90, stable performance to provide uniform &

comfortable light layout.

2.High quality aluminum heat sink to ensure ingenious shape and increase heat dissipation ability.

3.Twice precision optical design to make uniform,soft and comfortable light, uniform & comfortable light layout.

4.High quality isolated constant current driver. Dimming, intelligent control function for options.

5.5 dimensions for options, powers ranging from 6W-27W, excellent solutions to replace the metal halide lamp.

6.Lifespan up to 50,000 hours, 3/5 years warranty.

L03101-6   6W L03105-18   18WL03102-9   9W L03106-27   27WL03103-15   15W

IP20

L031 Series
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White+Black White Black

L03101-6

L03102-9

L03103-15

83x83x68

93x93x68

125x125x95

Ф73

Ф78

Ф115

Dimension(mm) Cut out(mm) Packing(mm)

30pcs / CTN 552x413x208

30pcs /CTN 552x413x208

12pcs /CTN 424x339x242

6W

9W

15W

510lm

765lm

1725lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

h(m)

1

2

3

E(lx)

2020

505

225

D(cm)

38.56

77.11

115.67

450

900

1350

1800

COB
6W

24°

L03101-6

h(m)

1

2

3

E(lx)

5657

1414

628

D(cm)

40.01

80.01

120.02

1177

2354

3531

4708

COB
15W

24°

L03103-15

h(m)

1

2

3

E(lx)

2480

620

276

D(cm)

44.22

88.44

132.65

615

1230

1845

2460

COB
9W

24°

L03102-9

Cut out

S

H

* For more product details, please consult our sales team.
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L03105-18

L03106-27

175x95x68

253x93x68

165x83

243x83

Dimension(mm) Cut out(mm) Packing(mm)

12pcs /CTN 410x260x308

12pcs /CTN 556x256x308

2x9W

3x9W

1600lm

2300lm

Power Luminous fluxModel
White+Black White Black

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

h(m)

1

2

3

E(lx)

6846

1711

760

D(cm)

38.57

77.15

115.72

1430

2860

4290

5720

COB
18W

24°

L03105-18

h(m)

1

2

3

E(lx)

9772

2443

1085

D(cm)

39.51

79.20

118.30

2073

4147

6220

8294

COB
27W

24°

L03106-27

h(m)

1

2

3

E(lx)

4685

1171

530

D(cm)

66.14

132.27

198.41

1195

2390

3638

4781

COB
27W

L03106-27

38°

h(m)

1

2

3

E(lx)

3092

772

350

D(cm)

66.14

132.27

198.41

788

1577

2401

3155

COB
18W

L03105-18

38°

Cut out

L

W H

* For more product details, please consult our sales team.
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90° adjustable in vertical
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Applications: 

Hotel, club, supermarket, store, office ,residential, commercial and 
etc.

Product Features:

1.Quality famous branded LED COB chip, high luminous efficiency, CRI>80/90, stable performance to provide uniform & 

comfortable light layout.

2.Unique patented design high quality aluminum heat sink to ensure ingenious shape and increase heat dissipation ability.

3.90° tiltable for accent lighting requirements.

4.High quality isolated constant current driver. Dimming, intelligent control function for 
options.

5.Lifespan up to 50,000 hours, 3/5 years warranty.

L03301-20   20W L03302-40   40W

IP20

L033 Series
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Optics

 Famous branded reflector

Multiple beam angles for choice

High transmission, precisely and soft layout control

1

-

-

-

Lamp body

International high qulity tensile aluminum

Easy for all kinds of surface finishing

Structure and characteristics

Specifical characteristics

4

-

-

Light source

CREE, BRIDGELUX COB

High lumen, high CRI, vivid & uniform lighting effect

2

-

-

Heat Sink

 International high quality cold-forging aluminum

Excellent heat dissipation ability

5

-

-

Driver

External driver, optional

According with LVD, EMC standard

3

-

-

Non-flicker driver for option Available for different colors 
of lamp bodies

90° adjustable in vertical
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White+Black White Black

L03301-20 150 x150 x 82 135x135

Dimension(mm) Cut out(mm) Packing(mm)

12pcs / CTN 498x386x23920W 1700lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

h(m)

1

2

3

E(lx)

7818

1955

868

D(cm)

39.10

78.20

117.30

1620

3240

4860

6480

COB
20W

24°

L03301-20

h(m)

1

2

3

E(lx)

3092

772

350

D(cm)

66.14

132.27

198.41

788

1577

2401

3155

COB
20W

L03301-20

38°

h(m)

1

2

3

E(lx)

16494

7921

4124

D(cm)

17.39

34.79

52.18

4200

8400

12600

16800

COB
20W

L03301-20

15°

* For more product details, please consult our sales team.

Cut out

S

H
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White+Black White Black

L03302-40 235 x150 x 82 220x135

Dimension(mm) Cut out(mm) Packing(mm)

12pcs / CTN 526x340x3032x20W 3400lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

h(m)

1

2

3

E(lx)

13391

3347

1488

D(cm)

37.43

74.86

112.29

3100

6200

9300

12400

COB
40W

24°

L03302-40

h(m)

1

2

3

E(lx)

3448

861

384

D(cm)

95.72

191.44

287.88

834

1687

2531

3375

COB
40W

L03302-40 L03302-40

h(m)

1

2

3

E(lx)

25520

5742

2551

D(cm)

27.01

54.02

81.03

5625

11250

16875

22500

COB
40W

L03302-40

15°

60°

h(m)

1

2

3

E(lx)

5512

1378

623

D(cm)

66.14

132.27

198.41

1406

2812

4218

5625

COB
40W

38°

* For more product details, please consult our sales team.

Cut out

L

W H
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Tiltable and rotation design, best option for shopping mall
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Applications: 

Hotel, club, restaurant, store, residential, commercial and so on.

Product Features:
1.Quality famous branded LED COB chip, high luminous efficiency, CRI>80/90, stable performance to provide uniform & 

comfortable light layout.

2.High quality aluminum heat sink to ensure ingenious shape and increase heat dissipation ability.

3.Dual anti-glare design, 360° adjustable, precision optical design, excellent solutions to replace the metal halide lamp.

4.High quality isolated constant current driver. Dimming, intelligent control function for options.

5.Serialized products, powers ranging from 9W-3x35W.

6.Lifespan up to 50,000 hours, 3/5 years warranty.

L03401-9     9W

L03401-15   15W

L03401-25   25W

L03401-35  35W

L03402-18     2 x 9W

L03402-30   2 x 15W

L03402-50  2 x 25W

L03402-70   2 x 35W

L03403-27    3 x 9W

L03403-45   3 x 15W

L03403-75   3 x 25W

L03403-105  3 x 35W

IP20

L034 Series
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Optics

 Famous branded reflector

Multiple beam angles for choice

High transmission, precisely and soft layout control

1

-

-

-

Lamp body

International high qulity tensile aluminum

Easy for all kinds of surface finishing

Structure and characteristics

Specifical characteristics

4

-

-

Light source

CREE, BRIDGELUX COB  

High lumen, high CRI, vivid & uniform lighting effect

2

-

-

Heat Sink

International high quality cold-forging aluminum

Excellent heat dissipation ability

5

-

-

Driver

External driver, optional

According with LVD, EMC standard

3

-

-

Non-flicker driver for option cut-off angle>30°

SIZE
Various sizes

POWERS

Various powers
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White+Black White Black

L03401-9

L03401-15

L03401-25

L03401-35

116x116x88

144x144x108

164x164x128

184x184x135

100x100

125x125

145x145

165x165

Dimension(mm) Cut out(mm) Packing(mm)

36PCS/CTN495x380x475

18PCS/CTN465x375x435

18PCS/CTN525x420x485

18PCS/CTN585x455x515

9W

15W

25W

35W

765lm

1275lm

2125lm

2975lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

h(m)

1

2

3

E(lx)

2480

620

276

D(cm)

44.22

88.44

132.65

615

1230

1845

2460

COB
9W

24°

L03401-9

h(m)

1

2

3

E(lx)

5657

1414

628

D(cm)

40.01

80.01

120.02

1177

2354

3531

4708

COB
15W

24°

L03401-15

h(m)

1

2

3

E(lx)

9772

2443

1085

D(cm)

39.51

79.20

118.30

2073

4147

6220

8294

COB
25W

24°

L03401-25

h(m)

1

2

3

E(lx)

10856

2713

1206

D(cm)

34.98

69.96

104.95

2711

5422

8133

10856

COB
35W

24°

L03401-35

* For more product details, please consult our sales team.

Cut out

S

H
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White+Black White Black

L03402-18

L03402-30

L03402-50

L03402-70

222x116x88

272x144x108

313x164x128

354x184x135

100x200

125x250

145x290

165x330

Dimension(mm) Cut out(mm) Packing(mm)

18PCS/CTN475x465x375

12PCS/CTN575x375x435

12PCS/CTN655x420x490

6PCS/CTN510x375x455

2x9W

2x15W

2x25W

2x35W

1530lm

2550lm

4250lm

5950lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

h(m)

1

2

3

E(lx)

6846

1711

760

D(cm)

38.57

77.15

115.72

1430

2860

4290

5720

COB
18W

24°

L03402-18

h(m)

1

2

3

E(lx)

10631

2657

1181

D(cm)

42.19

84.38

126.57

2657

5314

7971

10631

COB
30W

24°

L03402-30

h(m)

1

2

3

E(lx)

23967

5992

2663

D(cm)

41.30

82.60

123.91

5568

11136

16704

22272

COB
70W

24°

L03402-70

h(m)

1

2

3

E(lx)

14970

3742

1664

D(cm)

34.98

69.96

104.95

3741

7483

10663

149703

COB
50W

24°

L03402-50

* For more product details, please consult our sales team.

Cut out

L

W H
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White+Black White Black

L03403-27

L03403-45

L03403-75

L03403-105

324x116x88

400x144x108

462x164x128

524x184x135

100x300

125x375

145x440

165x500

Dimension(mm) Cut out(mm) Packing(mm)

18PCS/CTN675x465x375

12PCS/CTN575x375x435

6PCS/CTN490x410x475

6PCS/CTN545x455x515

3x9W

3x15W

3x25W

3x35W

2295lm

3825lm

6375lm

8925lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

h(m)

1

2

3

E(lx)

10631

2657

1181

D(cm)

42.19

84.38

126.57

2657

5314

7971

10631

COB
27W

24°

L03403-27

h(m)

1

2

3

E(lx)

13473

3367

1497      

D(cm)

34.98

69.96

104.95

3366

6734

9596

134732

COB
45W

24°

L03403-45

h(m)

1

2

3

E(lx)

26860

6715

2984

D(cm)

41.30

82.60

123.91

6032

13405

18097

24130

COB
75W

24°

L03403-75

h(m)

1

2

3

E(lx)

34918

8729

3879

D(cm)

41.30

82.60

123.91

7841

17426

23526

3136

COB
105W

24°

L03403-105

* For more product details, please consult our sales team.

Cut out

L

W
H
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Various size and wattage with glareless and simple design
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IP20

L035 Series

L03501-9  9W

L03501-15  15W

L03501-30  30W

L03502-18  2 x 9W

L03502-30  2 x 15W

L03502-60  2 x 30W

L03503-27    3 x 9W

L03503-45   3 x 15W

L03503-90  3 x 30W

Applications: 

Hotel, Restaurant, Shopping Mall, Stores and Show Room

Product Features:

1.  Pressing cold-forging aluminum heatsink, ensure excellent heat disspation

2.  Famous branded optic, Comfortable and precise light distribution

3.  Deep anti glare and tiltable design meet diverse applications need

4.  White and Black appearance, highlighting the beauty of simplicity

5.  Product serialization with various sizes like single head, double heads and three heads, wattage from 9W ~ 
90W

6.  CCT  turnable and dimmable, suitbable for kinds of smart system

7.  Long lifespan 50,000 hours, 5 years warranty
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Specifical characteristics

Structure and characteristics

Smart system available Turnable CCT function 
available

Anti Glare design

Product serialization with 
various size and wattage

Optics

International famous branded reflector

Various bean angles

Precise and uniform light distribution

Deep anti glare design

1

-

-

-

-

Lamp body

Cold-forging aluminum

Excellent appearance and heat dissipation

4

-

-

Light source

International famous branded COB chip

High CRI and lumen output, Good color saturation 

and fidelity

2

-

-

Driver

External constant current driver

Conforming to LVD and EMC

3

-

-

Tiltable and rotation design
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White+Black White Black

L03501-9

L03501-15

L03501-30

103x103x88

132x132x110

156x156x135

90×90

120×120

145×145

Dimension(mm) Cut out(mm) Packing(mm)

30PCS/CTN650x395x265

18PCS/CTN470x470x295

12PCS/CTN545x370x345

9W

15W

30W

765lm

1275lm

2550lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

h(m)

1

2

3

E(lx)

2280

570.0

253.3

D(cm)

43.67

87.34

131.02

1000

1500

2000

2500

COB
9W

24°

L03501-9

h(m)

1

2

3

E(lx)

5544

1386

615.9

D(cm)

37.54

75.09

112.63

2400

3600

4800

6000

COB
15W

24°

L03501-15

h(m)

1

2

3

E(lx)

6279

1570

697.7

D(cm)

44.51

89.03

133.54

2600

3900

5200

6500

COB
30W

24°

L03501-30

* For more product details, please consult our sales team.

Cut out

W

L H
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White+Black White Black

L03502-18

L03502-30

L03502-60

181x103x88

236x132x110

300x156x135

165×90

225×120

285×145

Dimension(mm) Cut out(mm) Packing(mm)

20PCS/CTN650x420x265

12PCS/CTN520x470x295

4PCS/CTN370x335x345

2x9W

2x15W

2x30W

1530lm

2550lm

5100lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

Cut out

L

W H

h(m)

1

2

3

E(lx)

4316

1079

479.5

D(cm)

43.76

87.53

131.29

1800

2700

3600

4500

COB
18W

24°

L03502-18

h(m)

1

2

3

E(lx)

11439

2860

1271

D(cm)

36.85

73.69

110.54

3000

6000

9000

12000

COB
30W

24°

L03502-30

h(m)

1

2

3

E(lx)

17071

4268

1897

D(cm)

34.4

68.81

103.22

4000

8000

12000

16000

COB
60W

24°

L03502-60

* For more product details, please consult our sales team.
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White+Black White Black

L03503-27

L03503-45

L03503-90

261x103x88

340x132x110

435x156x135

245×90

330×120

420×145

Dimension(mm) Cut out(mm) Packing(mm)

10PCS/CTN650x300x265

6PCS/CTN470x375x295

4PCS/CTN470x370x345

3x9W

3x15W

3x30W

2295lm

3825lm

7650lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

Cut out

L

W H

h(m)

1

2

3

E(lx)

6406

1602

711.8

D(cm)

44.77

89.54

134.31

2600

3900

5200

6500

COB
27W

24°

L03503-27 L03503-45

h(m)

1

2

3

E(lx)

21773

5443

2419

D(cm)

37.32

74.63

111.95

10000

15000

20000

25000

COB
90W

24°

L03503-90

* For more product details, please consult our sales team.

h(m)

1

2

3

E(lx)

13473

3367

1497      

D(cm)

34.98

69.96

104.95

3366

6734

9596

134732

COB
45W

24°
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Slim and exquisite desing is new choice for commercial and household lighting
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Applications: 

Hotel, Office, Restaurant, Stores, Shopping Mall and Show Room

Product Features:

1.  ADC12 extrusion aluminum housing, ensure excellent heat disspation

2.  Famous branded optic with comfortable and precise light distribution; deep glareless and uniform 
light

3.  Glareless, exquisite and dexterous design ensure highly integrated in installation space

4.  Product serialization with various sizes available.

5.  Selecting famous branded LED Chip ensure high CRI and excellent color consistency

6.  CCT  turnable and dimmable, suitbable for kinds of smart system

7.  Long lifespan 50,000 hours, 5 years warranty

IP20

L03601-5/A1  5W L03604-20/A5  20WL03602-12/A3  12W L03605-36/A9  36WL03603-15/A4  15W L03606-40/A10  40W

L036A Series
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Optics

International famous branded lens

Various bean angles

Precise and uniform light distribution

Deep anti glare design

1

-

-

-

-

Lamp body

High quality die-cast heatsink

Excellent appearance and heat dissipation

15° 24° 38° 50° 75°Polarized 35 x 75°50 x 50° Oval

Beam angle and light distribution

4

-

-

Light source

International famous branded SMD chip

CRI80 and CRI90 available

2

-

-

Integral structure

Slim and exquisite desing, multiple application

5

-

Driver

External constant current driver

Conforming to LVD and EMC

3

-

-

Specifical characteristics

Structure and characteristics

Smart system available Turnable CCT function 
available

Anti Glare design Product serialization with 
various size and wattage
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L03601-5/A1

L03602-12/A3

L03603-15/A4

L03604-20/A5

L03605-36/A9

L03606-40/A10

54x54x50

130x54x52

92x92x52

206x54x52 

130x130x52

396x54x52 

Dimension(mm) Packing(mm)

100PCS/CTN465x425x335

40PCS/CTN425x355x275

36PCS/CTN485x400x210

30PCS/CTN505x450x220

20PCS/CTN360x345x365

20PCS/CTN455x450x285

5W

12W

15W

20W

36W

40W

425lm

1020lm

1275lm

1700lm

3060lm

3400lm

Power Luminous fluxModel
White Black Silver

CRI
>80

CRI
>90

<3
SDCMSMD

24° 38° 55° 2700K 3000K 4000K 5000K 6000K15°

49x49

125x49

87x87

201x49

125x125

390x49

Cut out(mm)

* For more product details, please consult our sales team.

h(m)

1

2

3

E(lx)

2642

660.5

293.6

D(cm)

62.45

124.89

187.34

1200

1800

2400

3000

SMD
12W

38°

L03602-12/A3

h(m)

1

2

3

E(lx)

4588

1147

509.8

D(cm)

64.58

129.16

193.73

2000

3000

4000

5000

SMD
20W

38°

L03604-20/A5

h(m)

1

2

3

E(lx)

2642

660.5

293.6

D(cm)

62.45

124.89

187.34

1200

1800

2400

3000

SMD
5W

38°

L03601-5/A1

h(m)

1

2

3

E(lx)

7425

1856

824.9

D(cm)

65.66

131.32

196.98

3000

4500

6000

7500

SMD
36W

38°

L03605-36/A9

Cut out

Cut out

L

L

H

H

W

W
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Slim and exquisite desing is new choice for commercial and household lighting
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IP20

L03611-3/B2  3W L03614-10/B6  10WL03612-5/B3  5W L03615-15/B9 15WL03613-8/B4 8W L03616-20/B12 20W

L036B Series

Applications: 

Hotel, Office, Restaurant, Stores, Shopping Mall and Show Room

Product Features:

1.  6063 extrusion aluminum housing, ensure excellent heat disspation

2.  Famous branded optic with comfortable and precise light distribution; deep glareless and uniform 
light

3.  Slim and ingenious design more suitable for space matching and application

4.  Product serialization with various sizes available.

5.  Selecting famous branded LED Chip ensure high CRI and excellent color consistency

6.  CCT  turnable and dimmable, suitbable for kinds of smart system

7.  Long lifespan 50,000 hours, 5 years warranty
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Specifical characteristics

Structure and characteristics

Smart system available Serialized products, 
multiple dimensions for 
choice

Product serialization with 
various size and wattage

Slim and exquisite desing 
with mini dimension

15° 24° 38° 50° 75°Polarized 35 x 75°50 x 50°

Beam angle and light distribution

Optics

International famous branded lens

Various bean angles

Precise and uniform light distribution

Deep anti glare design

1

-

-

-

-

Lamp body

High quality die-cast heatsink

Excellent appearance and heat dissipation

4

-

-

Light source

International famous branded SMD chip

CRI80 and CRI90 available

2

-

-

Integral structure

Slim and exquisite desing, multiple application

5

-

Driver

External constant current driver

Conforming to LVD and EMC

3

-

-
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White Black Silver

CRI
>80

CRI
>90

<3
SDCMSMD

24° 38° 50° 2700K 3000K 4000K 5000K 6000K15°

L03611-3/B2

L03612-5/B3

L03613-8/B4

L03614-10/B6

L03615-15/B9

L03616-20/B12

53x32x40

62x32x40

53x53x40

108x32x40

72x72x40

204x32x40

Dimension(mm) Packing(mm)

100PCS/CTN405x315x300

100PCS/CTN405x315x300

100PCS/CTN465x425x300

60PCS/CTN430x325x237

60PCS/CTN405x415x300

40PCS/CTN485x325x237

3W

5W

8W

10W

15W

20W

150lm

250lm

400lm

500lm

750lm

1000lm

Power Luminous fluxModel

48x27.5

57x27.5

48x48

104x27.5

67x67

200x27.5

Cut out(mm)

Cut out

Cut out

L

L

H

H

W

W

L03611-3/B2 L03612-5/B3

L03615-15/B9

h(m)

1

2

3

h(m)

1

2

3

h(m)

1

2

3

E(lx)

185.3

46.32

20.59

E(lx)

3208

802.1

356.5

E(lx)

121.8

30.45

13.53

D(cm)

68.82

137.64

206.46

D(cm)

64.02

128.04

192.06

D(cm)

111.75

223.50

335.25

80

120

160

200

1400

2100

2800

3500

30

60

90

120

SMD
3W

SMD
15W

SMD
5W

38°

38°

60°

* For more product details, please consult our sales team.
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Modular design and diversified combination; Wall wahser and down light design
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IP20

L036C Series

Applications: 

Hotel, Office, Restaurant, Stores, Shopping Mall and Show Room

Product Features:

1.  6063 extrusion aluminum housing, ensure excellent heat disspation

2.  Famous branded optic with comfortable and precise light distribution; deep glareless and uniform 
light

3. Trimless and small trim design with wall washer and down light option.

4.  CCT  turnable and dimmable, suitbable for kinds of smart system

5.  Long lifespan 50,000 hours, 5 years warranty

L03621-12C1W  12W L03621-12C1  12WL03622-24C2W   24W L03622-24C2   24WL03623-36C3W  36W L03623-36C3  36W

195

LED Grille Light



Specifical characteristics

Structure and characteristics

Smart system available Anti Glare design Down light vision

Modular design, multiple 
combination

Wall washer vision

Optics

International famous branded lens

Various bean angles

Precise and uniform light distribution

Deep anti glare design

1

-

-

-

-

Lamp body

Intergrated design

Excellent appearance and heat dissipation

4

-

-

Light source

International famous branded SMD chip

CRI80 and CRI90 available

2

-

-

Integral structure

Slim and exquisite desing, multiple application

5

-

Driver

External constant current driver

Conforming to LVD and EMC

3

-

-
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White Black Silver

h(m)

1

2

3

h(m)

1

2

3

h(m)

1

2

3

E(lx)

208.2

52.06

23.1

E(lx)

728.7

182.21

80.85

E(lx)

473.75

119.38

52.63

D(cm)

139.73

279.46

419.20

D(cm)

139.73

279.46

419.20

D(cm)

139.73

279.46

419.20

50

100

150

200

175

350

525

700

126

255

376

501

SMD
12W

SMD
36W

SMD
24W

80°

80°

80°

L03621-12C1W

L03623-36C3W

L03622-24C2W

CRI
>80

CRI
>90

<3
SDCMSMD

2700K 3000K 4000K 5000K 6000K15°

L03621-12C1W

L03622-24C2W

L03623-36C3W

121x45x68

227x45x68

333x45x68

Dimension(mm) Packing(mm)

20PCS/CTN380x370x280

16PCS/CTN580x300x280

10PCS/CTN410x370x280

12W

24W

36W

1020lm

2040lm

3060lm

Power Luminous fluxModel

110x35

217x35

323x35

Cut out(mm)

* For more product details, please consult our sales team.

   Wall washer

Cut out

L

W

H
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White Black Silver

CRI
>80

CRI
>90

<3
SDCMSMD

24° 38° 50° 2700K 3000K 4000K 5000K 6000K15°

L03621-12C1

L03622-24C2

L03623-36C3

157x33.5x68

263x33.5x68

369x33.5x68

Dimension(mm) Packing(mm)

20PCS/CTN380x370x280

16PCS/CTN580x300x280

10PCS/CTN410x370x280

12W

24W

36W

1020lm

2040lm

3060lm

Power Luminous fluxModel

    Down light

120x35

220x35

325x35

Cut out(mm)

Cut out

L

W

H

* For more product details, please consult our sales team.

h(m)

1

2

3

E(lx)

3208

802.1

356.5

D(cm)

64.02

128.04

192.06

700

1400

2100

2800

SMD
12W

38°

L03621-12C1

h(m)

1

2

3

E(lx)

4588

1147

509.8

D(cm)

64.58

129.16

193.73

2000

3000

4000

5000

SMD
24W

38°

L03622-24C2

h(m)

1

2

3

E(lx)

7425

1856

824.9

D(cm)

65.66

131.32

196.98

3000

4500

6000

7500

SMD
36W

38°

L03623-36C3
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Ingenious and glareless design, Surface mounted installation
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L03603-15/D4S  15W L03605-40/D9S  40W

IP44IP20

L036D Series

Applications: 

Hotel, Office, Restaurant, Stores, Shopping Mall and Show Room

Product Features:

1.  ADC12 extrusion aluminum housing, ensure excellent heat disspation

2.  Famous branded optic with comfortable and precise light distribution; deep glareless and uniform 
light

3.  Concise and liberality design more suitable for space matching and application

4.  Selecting famous branded LED Chip ensure high CRI and excellent color consistency

5.  CCT  turnable and dimmable, suitbable for kinds of smart system

6.  Long lifespan 50,000 hours, 5 years warranty
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Specifical characteristics

Structure and characteristics

Smart system available Anti Glare design Surface mounted 
installation type

Slim and exquisite desing 
with mini dimension

Optics

International famous branded lens

Various bean angles

Precise and uniform light distribution

Deep anti glare design

1

-

-

-

-

Lamp body

High quality die-cast heatsink

Excellent appearance and heat dissipation

4

-

-

Light source

International famous branded SMD chip

CRI80 and CRI90 available

2

-

-

Integral structure

Slim and exquisite desing, multiple application

5

-

Driver

External constant current driver

Conforming to LVD and EMC

3

-

-

Easy for installation
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L03603-15/D4S

L03605-40/D9S

81.7x81.7x80

119.6x119.6x90

Dimension(mm) Packing(mm)

30PCS/CTN500x310x210

30PCS/CTN645x270x325

15W

40W

1275lm

3400lm

Power Luminous fluxModel
White+Black White Black

S

H

h(m)

1

2

3

E(lx)

4484

1121

498.2

D(cm)

76.17

152.33

228.50

1800

2700

3600

450050°x50°

L03605-40/A9S

h(m)

1

2

3

E(lx)

12083

3021

1343

D(cm)

39.86

79.72

119.58

3000

6000

9000

1200022°

L03605-40/A9S

h(m)

1

2

3

E(lx)

19187

4797

2132

D(cm)

26.74

53.48

80.23

8000

12000

16000

20000

SMD
40W

SMD
40W

15°

L03605-40/A9S

* For more product details, please consult our sales team.

h(m)

1

2

3

E(lx)

6741

1685

749.0

D(cm)

63.63

127.26

190.88

2800

4200

5600

7000

SMD
40W

SMD
40W

38°

L03605-40/A9S

CRI
>80

CRI
>90 12° 38°24° 2700K 3000K 4000K 5000K 5700K50°x50°

SMD
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Surface Mounted suit for auxiliary 

lighting and decorative lighting.
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LED Wall Light

L081 Series
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IP65 structure, multiple dimmable
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Applications: 

 Supplementary lighting, for indoor and outdoor.

Product Features:

1.Qualtiy imported AC COB module, CRI>80/90, suitable for both American and Europe standard voltage

2. High quality aluminum body and heat sink to ensure ingenious shapes and sufficient heat dissipation space.

3. Excellent precision optical design with clear, equal, and comfortable light layout, multiple light shape for option. 

4. AC solution, can be TRIAC dimming, not only easy installation but also cost-saving 

5. IP65, suitable for outdoor application as well.

6. Lifespan up to 50,000 hours, 3 years warranty.

L08105-5   5W

L08105-8   8W

L08106-10   10W

L08106-16   16W

L08101-5   5W

L08101-10   10W

L08102-10   10W

L08102-20   20W

IP65

L081 Series
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L08101-5

L08101-10

95 x 71 x 154

95 x 71 x 154

Dimension(mm) Packing(mm)

24pcs /CTN 510x336x225

24pcs /CTN 510x336x225

5W

10W

350lm

700lm

Power Luminous fluxModel

h(m)

1

2

3

h(m)

1

2

3

E(lx)

525

131

58

E(lx)

1050

263

117

D(cm)

95.72

191.44

287.88

D(cm)

95.72

191.44

287.88

120

240

360

480

240

480

720

960

COB
5W

COB
10W

60° 60°

L08101-5 L08101-10

60°DOB
       Dimmable COB

CRI
>80

CRI
>90

<3
SDCMCOB

2700K 3000K 4000K 5000K 6000K

White Black

IP65

H

* For more product details, please consult our sales team.

W
L
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h(m)

1

2

3

h(m)

1

2

3

E(lx)

1050

263

117

E(lx)

2250

562

250

D(cm)

95.72

191.44

287.88

D(cm)

95.72

191.44

287.88

240

480

720

960

480

960

1440

1920

COB
10W

COB
20W

60° 60°

L08102-10 L08102-20

L08102-10

L08102-20

95 x 71 x 225

95 x 71 x 225

Dimension(mm) Packing(mm)

30pcs /CTN 550x484x255

30pcs /CTN 550x484x255

10W

20W

700lm

1400lm

Power Luminous fluxModel

60°DOB
       Dimmable COB

CRI
>80

CRI
>90

<3
SDCMCOB

2700K 3000K 4000K 5000K 6000K

White Black

IP65

* For more product details, please consult our sales team.

H

W

L
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Optics

 Famous branded lens

High transmission, precisely and soft layout control

1

-

-

Lamp body

International high qulity tensile aluminum

Easy for all kinds of surface finishing

Structure and characteristics

Specifical characteristics

4

-

-

Light source

LUMENS DOB module 

High lumen, high CRI, vivid & uniform lighting effect

2

-

-

Heat Sink

International high quality cold-forging aluminum

Excellent heat dissipation ability

5

-

-

Driver

Built-in driver,  dimmable optional

According with LVD, EMC standard

3

-

-

Non-flicker driver for option Available for different colors 
of lamp bodies IP

IP65 Light spot adjustable
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L08105-5

L08105-8

99x75x146

99x75x146

Dimension(mm) Packing(mm)

24pcs /CTN   510x336x225

24pcs /CTN   510x336x225

5W

8W

350lm

560lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

2700K 3000K 4000K 5000K 6000K

White Black

Light Spot Adjustable

h(m)

1

2

3

h(m)

1

2

3

E(lx)

525

131

58

E(lx)

1050

263

117

D(cm)

95.72

191.44

287.88

D(cm)

95.72

191.44

287.88

120

240

360

480

240

480

720

960

COB
5W

COB
8W

60° 60°

L08105-5 L08105-8

DOB
        Dimmable COB

IP65

* For more product details, please consult our sales team.

H

W
L
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GD08106-10

GD08106-16

99x75x210

99x75x210

Dimension(mm)
  (LxWxH)

Packing(mm)

10pcs/CTN 420x225x240

10pcs/CTN 420x225x240

10W

16W

560lm

1120lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMCOB

2700K 3000K 4000K 5000K 6000K

Light Spot Adjustable

h(m)

1

2

3

h(m)

1

2

3

E(lx)

1050

263

117

E(lx)

2250

562

250

D(cm)

95.72

191.44

287.88

D(cm)

95.72

191.44

287.88

240

480

720

960

480

960

1440

1920

COB
10W

COB
16W

60° 60°

L08106-10 L08106-16

White Black

DOB
   Dimmable COB

IP65

* For more product details, please consult our sales  team.

H

W

L
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Surface Mounted suit for accent 

lighting and decorative lighting.
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LED Pendant Light

L071  Series
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CRI>95, anti-glare design
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Applications: 

hotel, restaurant, residential and commercial spaces

Product Features:

1.Quality famous branded LED COB module, CRI>90/95, SDCM ＜ 2.

2.Pure aluminum, efficient heat dissipation, exquisite appearance.

3.Multiple beam angles and color rings for option, accurate lighting control, enriching a sense of space layers naturally.

4.Beam angle ＞ 30° , anti-glare, lighting up the space in a unobservable way.

5.Can be dimmable or smart controlled, available for multiple applications.

6.Lifespan up to 35000hours, 3/5 years warranty.

L07101-8   8W
L07101-12   12W
L07101-15   15W

L07102-15   15W
L07102-20   20W
L07102-25   25W

L07106-8   8W
L07106-12   12W
L07106-15   15W

L07103-20   20W
L07103-25   25W
L07103-30   30W

L07107-15   15W

L07107-20   20W
L07107-25   25W

IP20

L071 Series

217
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Optics

 Famous branded lens

High transmission, precisely and soft layout control

1

-

-

Lamp body

International high qulity tensile aluminum

Easy for all kinds of surface finishing

Structure and characteristics

Specifical characteristics

4

-

-

Light source

CREE, BRIDGELUX COB Chip

High lumen, high CRI, vivid & uniform lighting effect

2

-

-

Heat Sink

International high quality cold-forging aluminum

Excellent heat dissipation ability

5

-

-

Driver

Built-in driver,  dimmable

According with LVD, EMC standard

3

-

-

Non-flicker driver for option Available for different colors 
of lamp bodies

Serialized products, 
multiple dimensions for 
choice

Anti glare-designCRI>90

218
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h(m)

1

2

3

E(lx)

2825

706

314

D(cm)

50.88

101.75

152.63

590

1180

1770

2360

COB
12W

24°

L07101-12

h(m)

1

2

3

E(lx)

5657

1414

628

D(cm)

40.01

80.01

120.02

1177

2354

3531

4708

COB
15W

24°

L07102-15

h(m)

1

2

3

E(lx)

7818

1955

868

D(cm)

39.10

78.20

117.30

1620

3240

4860

6480

COB
20W

24°

L07102-20

h(m)

1

2

3

E(lx)

9772

2443

1085

D(cm)

39.51

79.20

118.30

2073

4147

6220

8294

COB
25W

24°

L07102-25

L07101-8

L07101-12

L07101-15

L07102-15

L07102-20

L07102-25

L07103-20

L07103-25

L07103-30

Φ55 x 165

Φ55 x 205

Φ55 x 245

Φ65 x 165

Φ65 x 205

Φ65 x 245

Φ75 x 165

Φ75 x 205

Φ75 x 245

Dimension(mm) Packing(mm)

18PCS /CTN   456x288x291

12PCS /CTN  380x288x277

9PCS /CTN   288x288x317

18PCS /CTN   456x288x291

12PCS /CTN  380x288x277

9PCS /CTN   288x288x317

18PCS /CTN   456x288x291

12PCS /CTN  380x288x277

9PCS /CTN   288x288x317

8W

12W

15W

15W

20W

25W

20W

25W

30W

680lm

1020lm

1275lm

1275lm

1700lm

2125lm

1700lm

2125lm

2550lm

Power Luminous fluxModel

CRI
>90COB

24° 38° 2700K 3000K 4000K 5000K 6000K

White Black Golden

<3
SDCM 15°

Black  

Anti-glare ring colour  

White  Gold  

D

H

* For more product details, please consult our sales team.
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h(m)

1

2

3

E(lx)

2825

706

314

D(cm)

50.88

101.75

152.63

590

1180

1770

2360

COB
12W

30°

L07106-12

h(m)

1

2

3

E(lx)

5657

1414

628

D(cm)

40.01

80.01

120.02

1177

2354

3531

4708

COB
15W

30°

L07107-15

h(m)

1

2

3

E(lx)

7818

1955

868

D(cm)

39.10

78.20

117.30

1620

3240

4860

6480

COB
20W

30°

L07107-20

h(m)

1

2

3

E(lx)

9772

2443

1085

D(cm)

39.51

79.20

118.30

2073

4147

6220

8294

COB
25W

30°

L07107-25

Anti-glare cover colour  

White Black

L07106-8

L07106-12

L07106-15

L07107-15

L07107-20

L07107-25

L07108-20

L07108-25

L07108-30

55x55x165

55x55x205

55x55x245

75x75x165

75x75x205

75x75x245

95x95x165

95x95x205

95x95x245

Dimension(mm) Packing(mm)

18PCS /CTN   456x288x291

12PCS /CTN  380x288x277

9PCS /CTN   288x288x317

18PCS /CTN   456x288x291

12PCS /CTN  380x288x277

9PCS /CTN   288x288x317

12PCS /CTN   420x318x240

9PCS /CTN  318x318x280

6PCS /CTN   318x216x320

8W

12W

15W

15W

20W

25W

20W

25W

30W

680lm

1020lm

1275lm

1275lm

1700lm

2125lm

1700lm

2125lm

2550lm

Power Luminous fluxModel

CRI
>90COB

2700K 3000K 4000K 5000K 6000K

<3
SDCM 15° 45°30°

Black  White  Gold  

* For more product details, please consult our sales team.

H

S
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Surface or recessed luminaire suit for 

accent lighting and general lighting.
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LED Linear Light

L101 Series
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Multiple dimensions, beam angles and installing modes, directly connected or combined in group
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Applications: 

Hotel, Office, Restaurant, Stores, Shopping Mall and Show Room

Product Features:

1.  6063 extrusion aluminum housing, ensure excellent heat 
disspation

2.  With glareless lens and PC cover optic option.

3. Three installaion type - Ceiling, suspending and recessed.

4.  Various sizes available and diversified combination

5.  CCT  turnable and dimmable, suitbable for kinds of smart system

6.  Long lifespan 50,000 hours, 5 years warranty

IP20

L101 Series

225
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Structure and characteristics

Specifical characteristics

Suspending, surface mounted 
and recessed installation way

Various split joint vision

Smart system available Turnable CCT function 
available

Anti Glare design Various dimension available

Optics

High quality reflector and PC cover available

Various bean angles

Precise and uniform light distribution

Deep anti glare design

1

-

-

-

-

Lamp body

High quality extrusion aluminum heatsink

Excellent appearance and heat dissipation

Various finishing available

4

-

-

-

Light source

International famous branded SMD chip

CRI80 and CRI90 availablet

2

-

-

Integral structure

Concise and classic, multiple application

5

-

Driver

Built-in driver

Various dimming system available

Conforming to LVD and EMC

3

-

-

-
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600mm
Series

SMD
30°15° 45°

CRI
>80

CRI
>90 2700K 3000K 4000K 5000K 6000Kwhite

Colour Parameters

black

L10101-20A/C

L10101-20A/S

L10101-20A/R

L10101-20B/C

L10101-20B/S

L10101-20B/R

L10101-20C/C

L10101-20C/S

L10101-20C/R

600x39x75

600x39x75

600x55x75

600x39x75

600x39x75

600x55x75

600x39x75

600x39x75

600x55x75

Dimension(mm)

Dimension(mm)

Dimension(mm)

Packing(mm)

Packing(mm)

Ceiling

Suspended

Recessed

Ceiling

Suspended

Recessed

Ceiling

Suspended

Recessed

Power

Power

Power

Installation

Installation

Installation

Cut out(mm)

Cut out(mm)

Cut out(mm)

Luminous flux

Luminous flux

Luminous flux

Model

Model

Model

12PCS /CTN 630x265x295

12PCS /CTN 730x230x355 

12PCS /CTN630x325x385

12PCS /CTN 630x265x295  

12PCS /CTN 730x230x355 

12PCS /CTN630x325x385  

12PCS /CTN 630x265x295    

12PCS /CTN 730x230x355   

12PCS /CTN630x325x385  

20W

20W

20W

20W

20W

20W

20W

20W

20W

-

-

600x45

-

-

600x45

-

-

600x45

1600lm

1600lm

1600lm

1200lm

1200lm

1200lm

1700lm

1700lm

1700lm

SMD
120°

SMD
30°15° 45°
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900mm
Series

SMD
30°15° 45°

L10102-30A/C

L10102-30A/S

L10102-30A/R

L10102-30B/C

L10102-30B/S

L10102-30B/R

L10102-30C/C

L10102-30C/S

L10102-30C/R

900x39x75

900x39x75

900x55x75

900x39x75

900x39x75

900x55x75

900x39x75

900x39x75

900x55x75

Dimension(mm)

Dimension(mm)

Dimension(mm)

Packing(mm)

Packing(mm)

Packing(mm)

Ceiling

Suspended

Recessed

Ceiling

Suspended

Recessed

Ceiling

Suspended

Recessed

Power

Power

Power

Installation

Installation

Installation

Cut out(mm)

Cut out(mm)

Cut out(mm)

Luminous flux

Luminous flux

Luminous flux

Model

Model

Model

6PCS /CTN   930x205x205

6PCS /CTN1030x240x175

6PCS /CTN   930x245x265

6PCS /CTN   930x205x205

6PCS /CTN1030x240x175

6PCS /CTN   930x245x265

6PCS /CTN   930x205x205

6PCS /CTN1030x240x175

6PCS /CTN   930x245x265

30W

30W

30W

30W

30W

30W

30W

30W

30W

-

-

900x45

-

-

900x45

-

-

900x45

2400lm

2400lm

2400lm

1800lm

1800lm

1800lm

2550lm

2550lm

2550lm

SMD
120°

SMD
30°15° 45°

CRI
>80

CRI
>90 2700K 3000K 4000K 5000K 6000Kwhite

Colour Parameters

black

228

LED Linear Light

2017 catalog(07-10).indd   228 2019/6/8   18:41:32



SMD
30°15° 45°

L10103-40A/C

L10103-40A/S

L10103-40A/R

L10103-40B/C

L10103-40B/S

L10103-40B/R

L10103-40C/C

L10103-40C/S

L10103-40C/R

L10103-40D/C

L10103-40D/S

L10103-40D/R

1200x39x75

1200x39x75

1200x55x75

1200x39x75

1200x39x75

1200x55x75

1200x39x75

1200x39x75

1200x55x75

1200x39x75

1200x39x75

1200x55x75

Dimension(mm)

Dimension(mm)

Dimension(mm)

Dimension(mm)

Packing(mm)

Packing(mm)

Packing(mm)

Packing(mm)

Ceiling

Suspended

Recessed

Ceiling

Suspended

Recessed

Ceiling

Suspended

Recessed

Ceiling

Suspended

Recessed

Power

Power

Power

Power

Installation

Installation

Installation

Installation

Cut out(mm)

Cut out(mm)

Cut out(mm)

Cut out(mm)

Luminous flux

Luminous flux

Luminous flux

Luminous flux

Model

Model

Model

Model

6PCS /CTN   1230x205x205

6PCS /CTN   1330x240x175

6PCS /CTN   1230x245x265

6PCS /CTN   1230x205x205

6PCS /CTN   1330x240x175

6PCS /CTN   1230x245x265

6PCS /CTN   1230x205x205

6PCS /CTN   1330x240x175

6PCS /CTN   1230x245x265

6PCS /CTN   1230x205x205

6PCS /CTN   1330x240x175

6PCS /CTN   1230x245x265

40W

40W

40W

40W

40W

40W

40W

40W

40W

40W

40W

40W

-

-

1200x45

-

-

1200x45

-

-

1200x45

-

-

1200x45

3200lm

3200lm

3200lm

2400lm

2400lm

2400lm

3400lm

3400lm

3400lm

3400lm

3400lm

3400lm

SMD
120°

SMD

SMD

30°

30°

15°

15°

45°

45°

1200mm
Series

120°

CRI
>80

CRI
>90 2700K 3000K 4000K 5000K 6000Kwhite

Colour Parameters

black
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SMD
30°15° 45°

L10104-50A/C

L10104-50A/S

L10104-50A/R

L10104-50B/C

L10104-50B/S

L10104-50B/R

L10104-50C/C

L10104-50C/S

L10104-50C/R

L10104-50D/C

L10104-50D/S

L10104-50D/R

1500x39x75

1500x39x75

1500x55x75

1500x39x75

1500x39x75

1500x55x75

1500x39x75

1500x39x75

1500x55x75

1500x39x75

1500x39x75

1500x55x75

Dimension(mm)

Dimension(mm)

Dimension(mm)

Dimension(mm)

Packing(mm)
装箱规格

Packing(mm)

Packing(mm)

Packing(mm)

Ceiling

Suspended

Recessed

Ceiling

Suspended

Recessed

Ceiling

Suspended

Recessed

Ceiling

Suspended

Recessed

Power

Power

Power

Power

Installation

Installation

Installation

Installation

Cut out(mm)

Cut out(mm)

Cut out(mm)

Cut out(mm)

Luminous flux

Luminous flux

Luminous flux

Luminous flux

Model

Model

Model

Model

6PCS /CTN   1530x205x205

6PCS /CTN   1530x240x175

6PCS /CTN   1530x245x265

6PCS /CTN   1530x205x205

6PCS /CTN   1530x240x175

6PCS /CTN   1530x245x265

6PCS /CTN   1530x205x205

6PCS /CTN   1530x240x175

6PCS /CTN   1530x245x265

6PCS /CTN   1530x205x205

6PCS /CTN   1530x240x175

6PCS /CTN   1530x245x265

50W

50W

50W

50W

50W

50W

50W

50W

50W

50W

50W

50W

-

-

1500x45

-

-

1500x45

-

-

1500x45

-

-

1500x45

4000m

4000m

4000m

3000lm

3000lm

3000lm

4250m

4250m

4250m

4250m

4250m

4250m

SMD
120°

SMD

SMD

30°

30°

15°

15°

45°

45°

1500mm
Series

CRI
>80

CRI
>90 2700K 3000K 4000K 5000K 6000Kwhite

Colour Parameters

black

120°
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Connect Module 

Photometric Distribution 

Item No

L03-10W

Power

10W

Flux

820lm

L x W x H

165 x 165 x 82

Item No

L03-10W

Power

10W

Flux

820lm

L x W x H

165 x 165 x 82

L LL-module-module

Item No

T03-10W

Power

15W

Flux

1250lm

L x W x H

287 x 165 x 82

Item No

T03-10W

Power

15W

Flux

1250lm

L x W x H

287 x 165 x 82

 TT-module-module

Item No

X03-10W

Power

20W

Flux

1650lm

L x W x H

287 x 287 x 82

Item No

X03-10W

Power

20W

Flux

1650lm

L x W x H

287 x 287 x 82

 XX-module-module

Item No

X03-10W

Power

20W

Flux

1650lm

L x W x H

287 x 287 x 82

Item No

X03-10W

Power

20W

Flux

1650lm

L x W x H

287 x 287 x 82

IX-module-module

* For more product details, please consult our sales team.

h(m)

1

2

3

E(lx)

375.0

93.75

41.67

D(cm)

294.48

588.96

883.43

160

240

320

400

20W

120°

L10101-20B/C

h(m)

1

2

3

E(lx)

701.7

175.4

77.97

D(cm)

294.40

588.80

883.20

280

420

560

700

30W

120°

L10102-30B/C

h(m)

1

2

3

E(lx)

795.8

199.0

88.43

D(cm)

292.04

584.07

876.11

320

480

640

800

40W

120°

L10103-40B/C

L10103-40A/C

h(m)

1

2

3

E(lx)

5921

1480

657.9

D(cm)

76.31

152.61

228.92

2400

3600

4800

6000

COB
40W

45°

L10101-20A/C

h(m)

1

2

3

E(lx)

3680

919.9

408.9

D(cm)

78.31

152.61

234.93

1600

2400

3200

4000

COB
20W

45°

L10102-30A/C

h(m)

1

2

3

E(lx)

5183

1296

575.8

D(cm)

77.33

154.65

231.98

2200

3300

4400

5500

COB
30W

45°
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Surface or recessed luminaire suit 

for general lighting.
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LED Panel Light

L052 Series

L053 Series

L055 Series

L056 Series
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Applications: 

Office, store, supermarket, school, hospital, commercial and etc.

Product Features:
1.Quality Lumileds branded SMD chip, CRI>80/90, high luminous efficiency (>120lm/w), stable performance to 

provide uniform & comfortable light layout.

2.Patented flame design, streamlined structure, delicate finishing, compact and elegant.

3.Mitsubishi LGP, professional point laser design to ensure high lumen, comfortable and natural lighting, 
MicroPrismatic and low UGR (<16)

4.High quality isolated constant current driver (Osram), Dimming, intelligent control function for options.

5.Luminous decay less than 2% at 6,000 hours (ERP tested and approved) , lifespan up to 50,000 hours

6.Serialized products, powers ranging from 12W-80W

7.Suspending, recessed, ceiling mounted for options.

8.5 years warranty

IP20

L05201-12   12W L05203-40   40WL05202-24   24W L05204-40   40W L05205-80   80W

L052 Series
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h(m)

1

2

3

h(m)

1

2

3

h(m)

1

2

3

E(lx)

324

81

36

E(lx)

2230

557

247

E(lx)

1183

296

131

D(cm)

262.63

525.27

787.90

D(cm)

262.63

525.27

787.90

D(cm)

262.63

525.27

787.90

72

144

216

288

500

1000

1500

2000

240

480

720

960

SMD
12W

SMD
80W

SMD
40W

120° 120°

120°

L05201-12

L05205-80

L05203-40

L05201-12

L05202-24

L05203-40

L05204-40

L05205-80

300x300

300x600

600x600

300x1200

600x1200

Dimension(mm) Packing(mm)

10PCS /CTN 400x340x380

5PCS /CTN 340x215x680

4PCS /CTN 637x172x680

4PCS /CTN 340x175x1280

2PCS /CTN640x95x1280

12W

24W

40W

40W

80W

1500lm

3000lm

5000lm

5000lm

10000lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<3
SDCMSMD

3000K 4000K 5000K 6000K120°

White Silver

* For more product details, please consult our sales team.

W

L
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Applications: 

Residential, club, office, store, supermarket, school, hospital, commercial and etc.

Product Features:
1.Quality famous branded SMD chip, CRI>80, high luminous efficiency, stable performance to provide uniform 

& comfortable light layout.

2. Mitsubishi LGP, professional point laser design to ensure high lumen, comfortable and natural lighting.

3.High quality isolated constant current driver, Dimming, intelligent control function for options.

4.Serialized products, powers ranging from 3W-48W.

5.Round and square for options. Recessed mounted and ceiling mounted available for different requirements.

6.Lifespan up to 50,000 hours, 3/5 years warranty.

L053 Series

IP20
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h(m)

1

2

3

E(lx)

591

147

65

D(cm)

262.63

525.27

787.90

120

240

360

480

SMD
18W

120°

L05307-18

h(m)

1

2

3

E(lx)

324

81

36

D(cm)

262.63

525.27

787.90

72

144

216

288

SMD
12W

120°

L05305-12

h(m)

1

2

3

E(lx)

1183

296

131

D(cm)

262.63

525.27

787.90

240

480

720

960

SMD
40W

120°

L05324-40

h(m)

1

2

3

E(lx)

944

236

105

D(cm)

262.63

525.27

787.90

200

400

600

800

SMD
32W

120°

L05323-32

L05301-3

L05302-4

L05303-6

L05304-9

L05305-12

L05306-15

L05307-18

L05308-24

L05323-32

L05324-40

L05325-48

Ф84x20

Ф108x20

Ф123x20

Ф145x20

Ф174x20

Ф198x20

Ф225x20

Ф300x20

Ф400x20

Ф500x20

Ф600x20

Dimension(mm) Packing(mm)

100PCS /CTN525x285x440  

60PCS /CTN  380x435x335

40PCS /CTN 435x270x345

30PCS /CTN500x435x210

20PCS /CTN 435x390x245

20PCS /CTN435x430x265 

20PCS /CTN 475x435x290

10PCS /CTN435x365x325  

4PCS /CTN425x175x475  

4PCS /CTN525x175x575  

4PCS /CTN 625x175x675 

3W

4W

6W

9W

12W

15W

18W

24W

32W

40W

48W

Ф72

Ф98

Ф110

Ф132

Ф160

Ф185

Ф210

Ф285

Ф388

Ф488

Ф590

180lm

240lm

420lm

630lm

960lm

1200lm

1400lm

1920lm

2560lm

3200lm

3840lm

PowerCut out(mm) Luminous fluxModel

CRI
>80

<4
SDCMSMD

3000K 4000K 5000K 6000K120°

White Nickel

* For more product details, please consult our sales team.

Cut out

D
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h(m)

1

2

3

E(lx)

591

147

65

D(cm)

262.63

525.27

787.90

120

240

360

480

SMD
18W

120°

L05315-18

h(m)

1

2

3

E(lx)

324

81

36

D(cm)

262.63

525.27

787.90

72

144

216

288

SMD
12W

120°

L05313-12

h(m)

1

2

3

E(lx)

1183

296

131

D(cm)

262.63

525.27

787.90

240

480

720

960

SMD
40W

120°

L05327-40

h(m)

1

2

3

E(lx)

944

236

105

D(cm)

262.63

525.27

787.90

200

400

600

800

SMD
32W

120°

L05323-32

L05309-3

L05310-4

L05311-6

L05312-9

L05313-12

L05314-15

L05315-18

L05316-24

L05326-32

L05327-40

L05328-48

85x85x20

109x109x20

120x120x20

150x150x20

172x172x20

200x200x20

225x225x20

300x300X20

400x400x20

500x500x20

600x600x20

Dimension(mm) Packing(mm)

100PCS /CTN525x285x440  

60PCS /CTN  380x435x335

40PCS /CTN 435x270x345

30PCS /CTN500x435x210

20PCS /CTN 435x390x245

20PCS /CTN435x430x265 

20PCS /CTN 475x435x290

10PCS /CTN435x365x325  

4PCS /CTN425x175x475  

4PCS /CTN525x175x575  

4PCS /CTN 625x175x675 

3W

4W

6W

9W

12W

15W

18W

24W

32W

40W

48W

75x75

95x95

107x107

135x135

156x156

185x185

210x210

285x285

388x388

488x488

590x590

180lm

240lm

420lm

630lm

960lm

1200lm

1400lm

1920lm

2560lm

3200lm

3840lm

PowerCut out(mm) Luminous fluxModel

CRI
>80

<4
SDCMSMD

3000K 4000K 5000K 6000K120°

White Nickel

* For more product details, please consult our sales team.

Cut out

S

H
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h(m)

1

2

3

E(lx)

591

147

65

D(cm)

262.63

525.27

787.90

120

240

360

480

SMD
18W

120°

L05319-18

h(m)

1

2

3

E(lx)

324

81

36

D(cm)

262.63

525.27

787.90

72

144

216

288

SMD
12W

120°

L05318-12

h(m)

1

2

3

E(lx)

1183

296

131

D(cm)

262.63

525.27

787.90

240

480

720

960

SMD
40W

120°

L05331-40

h(m)

1

2

3

E(lx)

944

236

105

D(cm)

262.63

525.27

787.90

200

400

600

800

SMD
32W

120°

L05330-32

L05317-6

L05318-12

L05319-18

L05329-24

L05330-32

L05331-40

L05332-48

Ф120x35

Ф170x35

Ф225x35

Ф300x35

Ф400x35

Ф500x35

Ф600x35

Dimension(mm) Packing(mm)

30PCS /CTN410x225x280

20PCS /CTN 433x411x202

20PCS /CTN487x483x253

10PCS /CTN 476x324x327

4PCS /CTN 445x445x232

4PCS /CTN 545x545x232

4PCS /CTN 645x645x232

6W

12W

18W

24W

32W

40W

48W

420lm

960lm

1400lm

1920lm

2560lm

3200lm

3840lm

Power Luminous fluxModel

CRI
>80

<4
SDCMSMD

3000K 4000K 5000K 6000K120°

White Nickel

* For more product details, please consult our sales team.
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h(m)

1

2

3

E(lx)

591

147

65

D(cm)

262.63

525.27

787.90

120

240

360

480

SMD
18W

120°

L05322-18

h(m)

1

2

3

E(lx)

324

81

36

D(cm)

262.63

525.27

787.90

72

144

216

288

SMD
12W

120°

L05321-12

h(m)

1

2

3

E(lx)

1183

296

131

D(cm)

262.63

525.27

787.90

240

480

720

960

SMD
40W

120°

L05335-40

h(m)

1

2

3

E(lx)

944

236

105

D(cm)

262.63

525.27

787.90

200

400

600

800

SMD
32W

120°

L05334-32

L05320-6

L05321-12

L05322-18

L05333-24

L05334-32

L05335-40

L05336-48

120x120x35

175x175x35

225X225x35

300x300x35

400x400x35

500x500x35

600x600x35

Dimension(mm) Packing(mm)

30PCS /CTN410x225x280

20PCS /CTN 433x411x202

20PCS /CTN487x483x253

10PCS /CTN 476x324x327

4PCS /CTN 445x445x232

4PCS /CTN 545x545x232

4PCS /CTN 645x645x232

6W

12W

18W

24W

32W

40W

48W

420lm

960lm

1400lm

1920lm

2560lm

3200lm

3840lm

Power Luminous fluxModel

CRI
>80

<4
SDCMSMD

3000K 4000K 5000K 6000K120°

White Nickel

* For more product details, please consult our sales team.
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Serialized products, diameters ranging from 300mm to 1000mm
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Applications: 

Residential, office, store, school, hospital, commercial and etc.

Product Features:

1.Quality famous branded SMD chip, CRI>80/90, high luminous efficiency, stable performance to provide uniform &

comfortable light layout.

2.Patented flame design, streamlined structure, delicate finishing, compact and elegant.

3.Mitsubishi LGP, professional point laser design to ensure high lumen, comfortable and natural lighting.

4.High quality internal isolated constant current driver, Dimming, intelligent control function for options.

5.2.4G dimming and CCT changeable remote control function, easy operation.

6.Serialized products, powers ranging from 24W-96W.

7.Suspending mounted and ceiling mounted available for different requirements.

8.Lifespan up to 50,000 hours, ERP luminous decay less than 3% at 6000 hours, 3/5 years warranty.

L05402-24   24W

L05402-24/S   24W

L05404-40   40W

L05404-40/S  40W

L05403-30   30W

L05403-30/S   30W

L05405-48   48W

L05405-48/S   48W

L05406-72   72W L05408-96   96W

L05406-72/S   72W L05408-96/S   96W

L054 Series

IP20
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h(m)

1

2

3

E(lx)

819.3

204.8

91.03

D(cm)

278.8

557.61

836.42

340

510

680

850

SMD
30W

120°

L05403-30

h(m)

1

2

3

E(lx)

1090

272.5

121.1

D(cm)

288.94

577.88

866.83

300

600

900

1200

SMD
40W

120°

L05404-40

h(m)

1

2

3

E(lx)

1724

431.1

191.6

D(cm)

287.83

575.67

863.50

800

1200

1600

2000

SMD
72W

120°

L05406-72

h(m)

1

2

3

E(lx)

1318

329.4

146.4

D(cm)

288.30

576.59

864.89

600

900

1200

1500

SMD
48W

120°

L05405-48

L05402-24

L05403-30

L05404-40

L05405-48

L05406-72

L05408-96

Ф300x16x1200

Ф400x16x1200

Ф500x16x1200

Ф600x16x1200

Ф800x16x1200

Ф1000x16x1200 

Dimension(mm) Packing(mm)

1PCS /CTN445x445x136

1PCS /CTN 540x540x136

1PCS /CTN 610x610x136

1PCS /CTN 692x692x136

1PCS /CTN 892x892x136

1PCS /CTN1030x1030x136

24W

30W

40W

48W

72W

96W

1900lm

2400lm

3200lm

3840lm

5760lm

7680lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<4
SDCMSMD

3000K 4000K 5000K 6000K120°

White Black Nickel

Adjustable height

* For more product details, please consult our sales team.
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h(m)

1

2

3

E(lx)

819.3

204.8

91.03

D(cm)

278.8

557.61

836.42

340

510

680

850

SMD
30W

120°

L05403-30/S

h(m)

1

2

3

E(lx)

1090

272.5

121.1

D(cm)

288.94

577.88

866.83

300

600

900

1200

SMD
40W

120°

L05404-40/S

h(m)

1

2

3

E(lx)

1724

431.1

191.6

D(cm)

287.83

575.67

863.50

800

1200

1600

2000

SMD
72W

120°

L05406-72/S

h(m)

1

2

3

E(lx)

1318

329.4

146.4

D(cm)

288.30

576.59

864.89

600

900

1200

1500

SMD
48W

120°

L05405-48/S

L05402-24/S

L05403-30/S

L05404-40/S

L05405-48/S

L05406-72/S

L05408-96/S

Ф300x65

Ф400x65

Ф500x65

Ф600x65

Ф800x65

Ф1000x60

Dimension(mm) Packing(mm)

1PCS /CTN 415x95x415

1PCS /CTN445x95x445 

1PCS /CTN540x95x540

1PCS /CTN 620x95x620

1PCS /CTN 810x95x810

1PCS /CTN 1030x1030x136

24W

30W

40W

48W

72W

96W

1900lm

2400lm

3200lm

3840lm

5760lm

7680lm

Power Luminous fluxModel

CRI
>80

CRI
>90

<4
SDCMSMD

3000K 4000K 5000K 6000K120°

White Black Nickel

* For more product details, please consult our sales team.
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1.Stepless dimming 10%-100%, CCT 3000K to 6500K，no flickering.

2.Shortcut buttom: 3000K/4200K/6500K/Night light.

3.Control distance reach 10 meters.

4.Standby power <0.5W

1.Stepless dimming 10%-100%, CCT 3000K to 6500K，no flickering.

2.Cloud-Technology available, control the light in anywhere with cyber.

3."Share Facility" setting to realize control one lamp on differnt terminal APPs.

4."Create Group" setting can use one terminal APP to control many lamps.

2.4 GHz remote controller

TUYA Smart system

2.4GHz remote controller 

TUYA Smart 

3000K 4000K 6500K
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L05403-30/D

L05404-40/D

L05405-48/D

L05406-72/D

Ф400x16x1200

Ф500x16x1200

Ф600x16x1200

Ф800x16x1200 

Dimension(mm) Packing(mm)

1PCS /CTN 540x540x136

1PCS /CTN 610x610x136

1PCS /CTN 692x692x136

1PCS /CTN 892x892x136

30W

40W

48W

72W

2400lm

3200lm

3840lm

5600lm

Power Luminous fluxModel

White Black Nickel

h(m)

1

2

3

E(lx)

676

169

75

D(cm)

262.63

525.27

787.90

160

320

480

640

SMD
30W

120°

L05403-30/D

h(m)

1

2

3

E(lx)

1200

300

133

D(cm)

262.63

525.27

787.90

240

480

720

960

SMD
48W

120°

L05405-48/D

h(m)

1

2

3

E(lx)

912

228

101

D(cm)

262.63

525.27

787.90

200

400

600

800

SMD
40W

120°

L05404-40/D

CRI
>80

CRI
>90

<4
SDCMSMD

3000K 4000K 5000K 6500K120°

2.4GHz remote controller TUYA Smart

* For more product details, please consult our sales team.
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Delication and graceful design with suspending and surface mounted install type 
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L05502-20   20W

L05502-20/D   20W

L05504-35   35W

L05504-35/D   35W

L05503-26   26W

L05503-26/D   26W

L05505-45   45W

L05505-45/D   45W

L055 Series

Applications: 

Residential, office, store, school, hospital, commercial and etc.

Product Features:

1.Quality famous branded SMD chip, CRI>80/90, high luminous efficiency, stable performance to provide uniform &

comfortable light layout.

2.Patented flame design, streamlined structure, delicate finishing, compact and elegant.

3.Mitsubishi LGP, professional point laser design to ensure high lumen, comfortable and natural lighting.

4.High quality internal isolated constant current driver, Dimming, intelligent control function for options.

5.2.4G dimming and CCT changeable remote control function, easy operation.

6.Serialized products, powers ranging from 20W-45W.

7.Suspending mounted and ceiling mounted available for different requirements.

8.Lifespan up to 50,000 hours, ERP luminous decay less than 3% at 6000 hours, 3/5 years warranty.

IP20
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h(m)

1

2

3

E(lx)

520

130

58

D(cm)

262.63

525.27

787.90

120

240

360

480

SMD
20W

120°

L05502-20

h(m)

1

2

3

E(lx)

676

169

75

D(cm)

262.63

525.27

787.90

160

320

480

640

SMD
26W

120°

L05503-26

h(m)

1

2

3

E(lx)

1200

300

133

D(cm)

262.63

525.27

787.90

240

480

720

960

SMD
45W

120°

L05505-45

h(m)

1

2

3

E(lx)

912

228

101

D(cm)

262.63

525.27

787.90

200

400

600

800

SMD
35W

120°

L05504-35

L05502-20

L05503-26

L05504-35

L05505-45

260x260x14x1200

400x400x14x1200

500X500x14x1200

600x600x14x1200

Dimension(mm)

 (LxWxHxH1)
Packing(mm)

1PCS /CTN 413x413x136

1PCS /CTN 540x540x136

1PCS /CTN 610x610x136

1PCS /CTN 692x692x136

20W

26W

35W

45W

2550lm

3400lm

4080lm

5100lm

Power Luminous fluxModel

White Black Nickel

CRI
>80

CRI
>90

<4
SDCMSMD

3000K 4000K 5000K 6000K120°

Adjustable height
可调节高度

* For more product details, please consult our sales team.
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h(m)

1

2

3

E(lx)

520

130

58

D(cm)

262.63

525.27

787.90

120

240

360

480

SMD
20W

120°

L05502/S-20

h(m)

1

2

3

E(lx)

676

169

75

D(cm)

262.63

525.27

787.90

160

320

480

640

SMD
26W

120°

L05503/S-26

h(m)

1

2

3

E(lx)

1200

300

133

D(cm)

262.63

525.27

787.90

240

480

720

960

SMD
45W

120°

L05505/S-45

h(m)

1

2

3

E(lx)

912

228

101

D(cm)

262.63

525.27

787.90

200

400

600

800

SMD
35W

120°

L05504/S-35

L05502/S-20

L05503/S-26

L05504/S-35

L05505/S-45

260x260x45

400x400x45

500X500x45

600x600x45

Dimension(mm)

       (LxWxH)
Packing(mm)

1PCS /CTN 413x413x136

1PCS /CTN 540x540x136

1PCS /CTN 610x610x136

1PCS /CTN 692x692x136

20W

26W

35W

45W

2550lm

3400lm

4080lm

5100lm

Power Luminous fluxModel

White Black Nickel

CRI
>80

CRI
>90

<4
SDCMSMD

3000K 4000K 5000K 6000K120°

* For more product details, please consult our sales team.
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Applications: 

Factory, warehouse, airport, exhibition hall, supermarket, store and etc.

Product Features:

1.  Innovative design with precision optical technology, good solution to replace the traditional high bay.

2. Quality imported LED COB chip, CRI>80/90,high luminous efficiency, stable performance to provide uniform & comfortable 

light layout, low flicker.

3.  Unique designed aluminum heat sink to ensure ingenious shape and increase heat dissipation space.

4.  Multi reflectors patented design, various beam angles for options to achieve different requirements.

5.  High quality isolated constant current driver, stable thermal endurance.

6.  Serialized products, 3 sizes for options, powers ranging from 36W-80W, excellent solutions to replace the metal halide 
lamp.

7.  Various color of shade for options.

8.  Lifespan up to 50,000 hours, 3/5 years warranty.

L09101-36   36W L09102-60   60W L09103-80   80W

IP20

L091 Series
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L09101-36

L09102-60

L09103-80

Model Packing(mm)

Housing:6 pcs/409x277x262

Housing:1 pcs/207x207x335

Housing:1 pcs/207x207x335

Shade:6 pcs/335x335x185

Shade:8 pcs/468x468x260

Shade:8 pcs/468x468x260

36W

60W

80W

3060lm 

5100lm

6800lm

Power Luminous flux

CRI
>80

CRI
>90

<3
SDCMCOB

24° 38° 60° 2700K 3000K 4000K 5000K 6000K15°

Shade Colour  

Black

White

Orange

Black

Green

Red

h(m)

1

2

3

E(lx)

39375

9843

4375

D(cm)

27.01

54.02

81.03

9000

18000

27000

36000

COB
60W

L09102-60

15°

h(m)

1

2

3

E(lx)

20662

5166

2296

D(cm)

41.30

82.60

123.91

4640

10312

13921

18562

COB
60W

24°

L09102-60

h(m)

1

2

3

E(lx)

51187

12795

5687

D(cm)

27.01

54.02

81.03

11970

23400

35100

46800

COB
80W

L09103-80

15°

h(m)

1

2

3

E(lx)

26860

6715

2984

D(cm)

41.30

82.60

123.91

6032

13405

18097

24130

COB
80W

24°

L09103-80

* For more product details, please consult our sales team.
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L08101-4

L08102-7

L08103-13

L08104-15

291x23x34

503x23x34

1003x23x34

1152x23x34

Ra≥80 

Ra≥80 

Ra≥80

Ra≥80

Dimension CRI Packing

50pcs / CTN 380x265x195 

50pcs / CTN 590x265x195 

50pcs / CTN 1090x265x195

50pcs / CTN 1240x265x195

4W

7W

13W

15W

360lm

630lm

1170lm

1350lm

Power Luminous fluxModel

Silver

CRI
>80

CRI
>90

<4
SDCMSMD

3000K 4000K 6000K

T5 Tube Fixture Series
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L09201-24

L09202-48

4.8W/M

9.6W/M

SMD 3528

SMD 3528  

60pcs/m

120pcs/m

External driver Dimmable  

External driver Dimmable  

Power LED QTY. Driver Specifications

5m

5m

LED TypeModel

CRI
>80

CRI
>80

<4
SDCM

<4
SDCM

SMD

SMD

3000K

3000K

4000K

4000K

6000K

6000K

120°

120°

L09203-36

L09204-72

7.2W/M

14.4W/M

SMD 5050

SMD 5050

30pcs/m

60pcs/m

External driver Dimmable  

External driver Dimmable  

Power LED QTY. Driver Specifications

5m

5m

LED TypeModel
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GreenDom SA

Add :  Rue de Genève 6, 1225 Chêne-Bourg,

Geneve, Switzerland

Tel : (+41)022 556 02 59  Fax : (+41)022 556 02 59www.greendom.eu


	cover
	2017 catalog(00目录)
	2017 catalog(00模组)
	2017 catalog(01导轨射灯)
	2017 catalog(02天花射灯)
	2017 catalog(03筒灯)
	2017 catalog(04-06)
	2017 catalog(07-10)



